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COMPUTERIZED SECURITY SYSTEM

\.

"Classic" GEM-RP1CAe2

Quick Start (for "Classic” GEM-RP1CAe2)

1. Refer to the wiring diagram, connect Siren, Aux. Power,
PGM Output, Remote Bus, Earth ground, Zone and Tele-
phone wiring. NOTE: See Installation Instructions
(WI1808).

2. Connect AC power first and then the battery.

3. Configure the keypad (see page 42).

4. Access the Easy Menu Driven (Dealer Program) Mode:
Press [ 4 [ 5 JIL 6 JI[ 7€ JI[ 8A]I[ 9P] [FuxcTion]

\ Dealer Code/

Press NO () until “ACTIVATE PROGRAN 4/N” appears on the
keypad display.
Press YES ([inErior] ) to Enter Dealer Program Mode. Go to page 5.
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COMPUTERIZED SECURITY SYSTEM

.

"K Series" GEM-K1CA

Quick Start (for "K-Series" GEM-K1CA)

1. Refer to the wiring diagram, connect Siren, Aux. Power,
PGM Output, Remote Bus, Earth ground, Zone and Tele-
phone wiring. NOTE: See Installation Instructions
(WI1808).

2. Connect AC power first and then the battery.

3. Configure the keypad (see page 42).

4. Access the Easy Menu Driven (Dealer Program) Mode:
Press [[_4 ][ I JZFJ[8aj[9P] [mEny]

\ Dealer Code /

Press NO ([AWAY]) until “RCTIVATE PROGRAM Y/N” appears on the
keypad display.
Press YES ([STAY]) to Enter Dealer Program Mode. Go to page 5.

WI8971 5/08




THIS MANUAL INCLUDES FEATURES WHICH ARE ONLY AVAILABLE IN
CONTROL PANEL FIRMWARE VERSION 30B OR LATER.

CHANGES FROM PREVIOUS EDITION

The following changes have been made to this manual (WI8971) since the previous edition (WI897H):

o Added warning on page 2 (see below).
e All "Not for UL installations" footnote references have been made changed to a consistent "double dagger" symbol ("I").

IMPORTANT NOTE
This manual supports the keypad programming of the GEM-P1632 control panel with the NAPCO "classic" GEM-
RP1CAe2 keypad as well as the GEM-K1CA "K Series" keypad. The new "K Series" GEM-K1CA model offers the new
STAY and AWAY buttons with simplified functionality, along with the new MENU and ENTER buttons.

While the instructions in this manual are depicted using the GEM-K1CA keypad, the manual applies to both the "classic"
and the "K Series" keypads.

Program Mode is the same for both keypads--only the button names have changed, as follows:

The | button and the - button operate identically (in Program Mode) for both keypads.

e The button and the Ii button operate identically (in Program Mode) for both keypads.

om—zm

NEXT / YES NEXTIF YES

e The @ button and the button operate identically (in Program Mode) for both keypads. The words
"NEXT/YES button" are used in this manual.

PRIOR / NO PRIOR / NO

o The [INSTANT] button and the [[AWAY] button operate identically (in Program Mode) for both keypads. The words
"PRIOR/NO button" are used in this manual.

" For consistency, it is recommended that all keypads either be all "classic" or all "K Series"--both keypad
types should not be used in one alarm system.

Warning: The use of non-NAPCO wireless devices with this control panel has not been evalu-
ated by UL and voids the UL listing. In addition, the performance of these devices can not be
guaranteed as compatible with NAPCO control panels.

& <( NAPCO Security Systems, Inc.
(®) i m— c 333 Bayview Avenue, Amityville, New York 11701
L ()] For Sales and Repairs, call toll free: (800) 645-9445

For direct line to Technical Service, call toll free: (800) 645-9440
Internet: http://www.napcosecurity.com
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SYSTEM PROGRAMMING OPTIONS

INTRODUCTION

The GEM-P1632 control panel may be programmed by various means, each of which will be covered in detail in the sec-
tions that follow. Keypad displays shown are for a GEM-RP1CAe2/K1CA (version 8 keypad), the recommended keypad
for programming. For Programming Instructions with the GEM-RP2ASe2/GEM-K2AS, GEM-RP3DGTL/GEM-K3DGTL
and the GEM-RP4RFC/GEM-K4RF series, see WI1148.

v Downloading From a Computer. This is the preferred method of programming. The panel may be
downloaded from (or uploaded to) an IBM PC-compatible computer, either locally or remotely. Napco's PCD-
Windows Quickloader software features context-sensitive help screens as well as an error-checking utility that pre-
vents programming of incompatible or conflicting data to ensure proper panel operation. Note: Unattended
downloading from a computer is not allowed for Fire Alarm or UL installations.

v Easy Menu-Driven Program (Dealer Program) Mode - Keypad Programming. The Easy Menu-Driven
Program Mode allows keypad programming of number of zones in area 1, panel zone doubling, number of fire zones
(both 4-wire and 2-wire), local or Central Station reporting, number of exit/entry zones, number of interior zones, num-
ber of 24 hour zones, number of chime zones, Chime 2 zones, Exit/Entry2 zones, 50ms loop response zones (Note:
750mS is required for Loop Response time in UL installations), aux output activated on alarm zones, sensor watch
zones, keypad sounder on alarm zones, auto bypass re-entry zones, EOLR zones, number of keypads in area 1, Cen-
tral Station telephone number, Central Station account number, Central Station receiver format, User Codes, RF trans-
mitter points, RF keyfob transmitters, zone descriptions, date/time, dealer code, Test Timer, Telco line fault test, Burg
output chirp on keyfob, keypad time/date display, enable CP-01 programming, and clear dealer program/cold start.
For new panels, a custom default program may be created at the keypad. A menu-driven utility prompts the installer to
configure the system. Further detailed customization is accomplished in the Direct Address Program Mode.

v/ Direct Address (Dealer Program) Program Mode - Keypad Programming. The Direct Address Pro-
gram Mode is an extension of the Dealer Program Mode wherein data is entered at the keypad by location. This
mode is accessed from the Easy Menu Driven Program Mode by pressing the button at any time.

v User Program Mode - Keypad Programming. The User Program Mode is intended for authorized users
and is limited to keypad programming of User Codes, Time, Date and Zone Descriptions.

DOWNLOADING FROM A COMPUTER L—J
The control-panel program may be downloaded from the computer by any of the following methods.

Local Downloading
(Note: This procedure should be used after installation, after peripheral devices are connected).
For direct high-speed data transfer to the control panel from a desktop computer, connect the download jack (JP2)
on the panel to the LOCAL jack (J3) on the Napco PCI2000/3000 computer interface using the supplied 6-
conductor cable. (Refer to PCI2000/3000 Installation Instructions WI1443 for wiring diagram and procedures).
Similarly, a high-speed local download may be made in the field using a notebook or laptop computer. Connect
JP2 on the control panel to a Napco PCI-MINI computer interface using the 6-conductor cable supplied. (Refer to
PCI-MINI Installation Instructions WI767).

Remote Downloading
(Also see PCI2000/3000 Installation Instructions W1443). Note: Unattended downloading from a computer is not
allowed for Fire Alarm or UL installations.

Function Mode
Start by establishing a telco connection between the computer operator and the installer. During this procedure,
voice contact will be lost, therefore both the installer and the computer operator should be familiar with the opera-
tion. When a steady high-pitched tone is heard at the site phone, access the "RCTIVATE BOWNLOARD” Function (see

Keypad Programming Modes), then press the button or the NEXT/YES button; the site phone will go dead.
Hang up the phone and wait for a call from the central station confirming a successful download.

Callback Method
An installed, unattended panel may be programmed or reprogrammed remotely using the Callback-Method
Download feature of the PCD-Windows software. Remote downloading requires a modem compatible with the
PCI2000/3000. Upon answering the call from the computer, the panel will verify the Download Security Code and,
if confirmed, will establish a connection. If a Callback Number is programmed into the panel, the panel will auto-
matically disconnect and call the computer at this number before establishing a connection.

Q e}

—Y! %-»)) . . " .
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EASY MENU DRIVEN PROGRAM MODE

DEALER PROGRAM - PRELIMINARY INFORMATION

I35> The Default Dealer Codeis 4 J [ 5 J[_ 6 J[[ 7FJ[_8A][[9P]. Use this code to enter the Dealer Program Mode to

program a custom Dealer Code, which replaces the Default Dealer Code. If you clear your Dealer Code, use the Default Dealer
Code once again to enter programming.

I5> After entering codes or data, press the save |!| button. Data will not be stored into memory unless |!| is pressed.

I If the keypad is in the Program Mode and no activity is detected for longer than 4 minutes, a steady tone will sound.

I=5> Silence the sounder by the button to continue, or by pressing the button to exit.

" When programming a Multiple Area System, Direct Address Programming Mode must be used to complete the program.

For ease of programming, it is recommended that a GEM-RP1CAe2 or GEM-K1CA be used. If a GEM-RP2ASe2/
GEM-K2AS is used, see WI1148.

ACCESSING DEALER PROGRAM MODE

1. Press [ 4 J[ 5 J[ 6 J[ 7F [ 8aJ[ 9P] [meEny]

/

\ Dealer Code (Default =

2. Press PRIOR/NO button until “ACTIVATE PROGRAM /N appears on LCD screen.
3. Press NEXT/YES button to Enter Dealer Program Mode.

4. Press [Fes=T] to Exit Dealer Program Mode when finished.

CUSTOMIZING A DEFAULT PROGRAM

For new panels, you can design a default program that will best suit your application. Using this procedure, you will configure the panel for:

® Number of Zones in Area 1 ® 50mS Loop Response Zones (Note: 750mSisre- @ Central Station Receiver 1 Account Number
® Panel Zone Doubling quired for Loop Res‘,’onse time in UL installations). e Central Station Receiver 1 Format
. . ® Aux Output Activated on Alarm Zones
® Fire Zones in Area 1 e Enter User Codes
. ) . ® Sensor Watch Zones . )
® 2-Wire Fire Zones in Area 1 e Kevoad Sounder on Alarm Zones ® RF Transmitter Points
® | ocal or Central Station Reporting System vp ® Quick "Enroll" Method
. . e Auto Bypass re-entry Zones .
® Exit/Entry Zones in Area 1 e Keyfob Transmitters
. . ® Enable no EOLR Zones -
® |nterior Zones in Area 1 ) ® Enter Zone Descriptions
. ® Enable Telco Line Fault Test
® 24 Hour Zones in Area 1 ) e Enter Date
. . e Enable Burg Output Chirp on Keyfob .
® Chime Zones in Area 1 . e Enter Time
. . ® Enable CP-01 Programming
® Chime 2 Zones in Area 1 . e Dealer Code
® Exit/Entry2 Zones in Area 1 * Number of Keypads in Area 1 ® Test Timer
y e Central Station Receiver 1 Tel. Number

This procedure will automatically set up system keypads, EZMs, wireless transmitters, etc. After your basic default program has
been loaded, you may alter it as necessary in the Direct Address Program Mode.

NEW PANELS: The custom default program may be created for new panels only. Once the panel has been programmed by any
means, the number zones will be suppressed and cannot be changed. Should it be necessary to create a new custom default pro-
gram, (a) from the Dealer Program Mode, press the [EEssr] button to enter the Direct Address Program Mode; (b) access Location

2285 (Clear Program); (c) press the |}| button and start over.

Ngn NAPCO Security Systems e;ﬁi. GEM-P1632 Programming Instructions
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GEM-RP1CAe2/GEM-K1CA Keypad Easy Program Menu
To create a custom program using the GEM-RP1CAe2/GEM-K1CA keypad, simply answer the following questions and record
your information on the Easy Menu Programming Worksheet. In each of the following steps, press to set cursor, the NEXT/

YES button to go forwards, the PRIOR/NO button to go backwards, | 1| to save and twice to exit at any time.

Bof Zn=s in HAreal
Enter # Zones HH

(Direct Entry)

EZ Zone Doubling
Enabled? YoM

(Press YES or NO)

Fire Zones
Enter Zone # **

(Direct Entry)

2=Wire Fire Zns
Enter Zone i e

(Direct Entry)

Eeport All Zones
To Central? Y~H

(Press YES or NO)

Exits/Entrg Zones
Enter Zone # "

(Direct Entry)

Interior Zones
Enter Zone % "

(Direct Entry)

24 Hour Zones
Enter Zone # =

(Direct Entry)

Total Number of Zones in Area 1 (New Program Only)

e Enter the total number of zones to be programmed for Area 1.

e Valid entries are from 01 to 32. Directly enter the total number of zones, including leading zeros.

e The system is based on groups of 4 zones each (after the first 8 zones), and will automatically
round up to the next group of 4. For example, if you enter 18, it will automatically convert this to
20 zones. Press |i| to save. Press the NEXT/YES button to proceed.

Panel Zone Doubling (New Program Only)

e To double the number of hardwired panel zones from 8 to 16, press YES.

e |f Panel Zone doubling is not desired, press the PRIOR/NO button.

e The 16 zones will remain EOL terminated zones, requiring Normally Closed devices only.
e Refer to Wiring Diagram and Installation Instructions for wiring instructions

Fire Zones in Area 1 (New Program Only)
e Enter the zone number of any Fire Zones (including 2-wire, 4-wire or wireless).
e Valid entries are from 01 to 32.

e Directly enter each zone number, including leading zeros, and press |}|to save, and then re-

E
N
T
E
R

peat for any additional zone(s). Press the NEXT/YES button to proceed.

2-Wire Fire Zones in Area 1 (New Program Only)

e Enter the zone number of any Fire Zone (from previous question) to be used with 2-wire
smoke detectors.

e Valid entries are 07 and 08. Directly enter each zone number, including leading zeros.

e Press to save, and repeat for any additional zone(s); press NEXT/YES to proceed.

NOTE: Only zones which have been designated as Fire Zones can be programmed as 2 Wire
Fire zones. JP3 must be set to “2-WF” position for 2-wire fire. (refer to Installation Instructions).

Local or Central Station Reporting System (New Program Only)
Press the NEXT/YES button for all zones to report; press the PRIOR/NO button for local system

Exit/Entry Zones in Area 1 (New Program Only)

e Enter the zone numbers of zones to be used as Exit/Entry zones.

¢ Valid entries are from 01 to 32. Directly enter each zone number, including leading zeros.
¢ Press 1| to save and repeat for any additional zone(s); press the NEXT/YES button to proceed.

NOTE: Exit/Entry Entry time of 30 seconds will automatically be programmed.

Interior Zones in Area 1 (New Program Only)

e Enter the zone numbers to be used as Interior Zones.

e Valid entries are from 01 to 32. Directly enter each zone number, including leading zeros.
® Press to save and then repeat for any additional zone(s).

e Press the NEXT/YES button to proceed.
o All Interior zones will also be automatically programmed as “Exit/Entry Follower’ and as
"Power Up Delay" zones.

24 Hour Zones in Area 1 (New Program Only)

e Enter the zone numbers of zones to be used as 24 Hour zones.

e Valid entries are from 01 to 32. Directly enter each zone number, including leading zeros.
® Press E to save and repeat for any additional zone(s); press the NEXT/YES button to proceed.

NOTE: 24 Hour Zones will automatically be programmed as audible (Burg Output).

\N\Y2
GEMINI
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Chime Zones
Enter Zone & E

(Direct Entry)

Chime 2 Zones
Enter Z2one #

-

(Direct Entry)

Exit-EntruyZ Zones
Enter Zone % e

(Direct Entry)

SAmS Loop Zones
Enter Zone % e

(Direct Entry)

Auzx Output Zones
Enter Zone & e

(Direct Entry)

Sensor Watch Zns
Enter Zone # e

(Direct Entry)

KP Sndr Alrm Zns
Enter Zone # e

(Direct Entry)

Auto Byp EREnt Zn
Enter Zone # e

(Direct Entry)

Enable Ho EOLR
ZOones WoH

(Press YES or NO)

Enable Telco
Line Test? WM

(Press YES or NO)
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Chime Zones in Area 1 (New Program Only)

e Enter the zone numbers which are to be used as Chime Zones.

e Valid entries are from 01 to 32. Directly enter each zone number, including leading zeros.

e Press || to save, then repeat for any additional zone(s), press the NEXT/YES button to proceed.

NOTE: A chime time of 2 seconds will be automatically programmed.

Chime 2 Zones in Area 1 (New Program Only)

e Enter the zone numbers which are to be used as Chime 2 Zones.

e Valid entries are from 01 to 32. Directly enter each zone number, including leading zeros.

e Press |}| to save, then repeat for any additional zone(s), Press the NEXT/YES button to proceed.

NOTE: A chime time of 2 seconds will be automatically programmed.
Chime 2 zones give a distinct pulsating tone when zone is faulted.

Exit/Entry2 Zones in Area 1 (New Program Only)

e Enter the zone numbers of zones to be used as Exit/Entry zones.

e Valid entries are from 01 to 32. Directly enter each zone number, including leading zeros.

e Press |}| to save and repeat for any additional zone(s); press the NEXT/YES button to proceed.

NOTE: An Exit/Entry 2 Entry Time of 30 seconds will automatically be programmed.

50 mS Loop Response Zones (New Program Only) Note: 750mS is required for Loop Response
time in UL installations.

o Enter the zone numbers of zones to be have a 50mS loop response.

¢ Valid entries are from 01 to 08. Directly enter each zone number, including leading zeros.

e Press |}| to save and then repeat for any additional zone(s), Press the NEXT/YES button to proceed.
Note: Only panel zones 01-08 can be programmed for Quick Loop Response. All other zones can be
programmed via their respective EZM's (hardwire). Time can also be adjusted via address 2280.

Aux Output Activated on Alarm Zones (New Program Only)

e Enter the zone numbers of zones to activate the PGM2 upon alarm.

e Valid entries are from 01 to 32. Directly enter each zone number, including leading zeros.

e Press |}| to save, then repeat for any additional zone(s), Press the NEXT/YES button to proceed.

NOTE: A PGM2 Timeout of 15 minutes will automatically be programmed.

Sensor Watch Zones (New Program Only)
e Enter the zone numbers of zones to be Sensor Watch zones.
¢ Valid entries are from 01 to 32. Directly enter each zone number, including leading zeros.

E

o Press |}| to save, then repeat for any additional zone(s), Press the NEXT/YES button to proceed.

A

NOTE: A Sensor Watch Time of 24 hours will automatically be programmed.

Keypad Sounder On Alarm Zones (New Program Only)

o Enter the zone numbers of all zones to activate the Keypad Sounder upon alarm.

¢ Valid entries are from 01 to 32. Directly enter each zone number, including leading zeros.

e Press |}| to save, then repeat for any additional zone(s), Press the NEXT/YES button to proceed.

Auto Bypass Re-entry Zones (New Program Only) (Not Evaluated by UL)

o Enter the zone numbers of zones to be Auto Bypass Re-entry zones.

¢ Valid entries are from 01 to 32. Directly enter each zone number, including leading zeros.

o Press |}| to save, then repeat for any additional zone(s), Press the NEXT/YES button to proceed.

e Auto Bypass Re-entry Zones allow the system to be armed with the zone faulted but come back into
the system (armed) when the zone is subsequently closed.

Enable No EOLR Zones (New Program Only)
o Press YES to program all zones except 24 Hr & fire zones for No End Of Line Resistor. Press NO to
continue. Do NOT program this feature for UL installations.

Enable Telco Line Fault Test?
e Press YES to enable Telco Line Fault Test.

e Press NO to continue. NOTE: If enabled, a Telco Line Fault Test Delay of 60 sec. will auto-
matically be programmed.

v
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Enable Burg Out
Chirp? YN

(Press YES or NO)

Enable SIA CP-B17
YoM

(Press YES or NO)

¥ Area 1 Kewpads
Enter & KF=s @1

(Direct Entry)

Central Fhone &

(Direct Entry)

Central Station
Account # ¢ 2

(Direct Entry)

See WI for Info
Ecwr Format @l

(Direct Entry)

Enter user code-3>
Ual 12= - 9-

User##  User Code Area1 Area?2

Enable Burg Output Chirp on KeyFob?

e Press the NEXT/YES button to enable Burg Output Chirp on KeyFob Arm / Disarm.
e Press the PRIOR/NO button to continue.

NOTE: The Burg Output will chirp once on Keyfob Arm and twice on Keyfob Disarm.

Enable SIA CP-01 Features?

e Press the NEXT/YES button to enable.

o Press the PRIOR/NO button to continue.

The SIA CP-01 Features are designed to reduce the incidence of false alarms. NOTE: Do not
enable unless reporting, otherwise system trouble Fail to Communicate may occur.

Number of Keypads in Area 1

e Enter the total number of Keypads to be installed in Area 1.

¢ Valid entries are from 01 to 07. Directly enter the number of keypads, including leading zeros.
Press to save. Press the NEXT/YES button to proceed.

NOTE: Area 2 keypads must be assigned in Direct Address Programming. See Keypad Options.
Central Station Receiver 1 Telephone Number

e Enter telephone number of up to 16 digits.

e Press through for digits 1-9; for a zero and for a blank (¢).
e Press through [[5_] for letters B—F, respectively.

e Pre-Dial Delay = “D” ([_x_J [_4_]); Dial-Tone Detection = “E” ([_%_] [C5_J)-

e Press E to save and press the NEXT/YES button to proceed.

NOTE: Central Station Receiver 2 and 3 Telephone Numbers must be entered in Direct Ad-
dress Programming. See CS Receiver Options.

Central Station Receiver 1 Account Number
e Enter an account number of up to four digits.

e Press [0 ] through [9P] for digits 0-9, and % J [0 ] for a blank (¢).

¢ Press |}| to save and press the NEXT/YES button to proceed.

E
R

NOTE: Central Station Receiver 2 and 3 Account Numbers

must be entered in Direct Address Programming. See CS DATA CS RECEIVER 1 FORMAT
Reporting Options. ENTRY : :
. Ademco Slow, Silent Knight
Central Station Receiver 1 Format (blank) _Slow
e From the table at the right enter the receiver format. 2 Radionics Fast
. ] 3 Silent Knight Fast
e Press [0 ] through [_9P],and % J[_0 Jforblank (*). |4 | Radionics, DCI, Franklin Slow
o Press % | through [ ][4 ] for letters B-E. g U"ivefsa's'l";‘gh Speed
e Press R to save; press the NEXT/YES button to proceed. c Ademco Point ID
E Pager

Enter User Codes (Press to set cursor.)
For default program, enter up to 32 User Codes, with Area 1, 2, 3 & 4 Options.
e Press the ([Enu]) button once to set the cursor to the User Code.

e Press [0 _] through to enter a code from 3 to 6 digits, leave blank () any trailing boxes.
¢ Press [Menu] to set the cursor to the Area 1 Options Level. Refer to the table below for available op-

tions. For Area 2 Options, press the [Menu] button once again.

o [f “Enable Global Ambush Code” (Address 1422) is enabled and “Global Ambush Code” (Address 2045) is not left blank (¢), do not program the
first two digits of ANY User Code the same as the “Global Ambush Code”. See Address 2045 further in this manual for more information.

e Press |i| to save. Note: Duplicate User Codes are not allowed; therefore a duplicate Code entered in the LCD Window will erase when

5 .
i1s
i

pressed. To proceed to the next User Code, press [(MENU] to set the cursor to the User Number and change it using the number buttons. Press

the NEXT/YES button to proceed.

USER OPTIONS USER AREA OPTIONS
USER CODE AREA1 | AREA2 DATA ENTRIES OPTION
(UPTO 6 DIGITS) OPTIONS | OPTIONS L R ENABLED
blank(+) blank(+) Disabled
‘ | ‘ ‘ ‘ blank(s) 1 Arm/Disarm
Te— blank(*) 2 Arm Only Example: Program a code of “2222” for user
blank(+) 3 Service 02, with area 1 options of “Arm/Disarm” and
blank(*) 4 Access “User Program”. Enter “2222” for a user code,
blank(-) 5 Ambush “s (blank) 9” for area 1 options and “* (blank) *
blank(+) Add 8 * User Program (blank)” for area 2 options.
4 blank(+) Bypass Enable
X5 WY NAPCO Security Syst
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AREA OPTIONS EXPLANATION
Disabled User Code not active in this area.
Arm/Disarm Allows User Code to arm/disarm this area.
Arm Only Prevents User Code from disarming this area.
Service A Service Code has restricted arm/disarm rights; if an area is armed with a Service Code, a ‘TiIGNTOR ON” appears on the GEM-RP2ASe2 keypad and the

area can be disarmed with any valid User Code, including a Service Code. If the area is armed with OTHER than a Service Code, it CANNOT be dis-
armed with a Service Code. This is typically used to allow tradesmen access to premises under control of the owner.

Ambush There are two types of Ambush Codes: (1) A 2-digit code (prefix) that is entered immediately prior to (and as part of) the regular User Code and (2) A
separate and unique User Code. Disarming with an Ambush Code will cause a silent report to be sent to a central station. Thus, should a user be forced
to disarm, he can silently signal an emergency while appearing to be merely disarming the system.

Access This is normally used to activate a door strike while an area is disarmed. Also program “Access Control on PGM2. Output” (Address 0719) and “PGM2
Output Access Control Timeout” (Address 0711).
* User Program User Program Option is enabled. To enable User Program Option for any user, add 8 to the data entry for Area Option (see example). Then, User Pro-
gramming can be performed at any Keypad by a user code with user program enabled.
Bypass Enable Security Bypass—-Bypass is enabled only with a security code.

Related User Options:“Enable Global Ambush Code” (Address 1422), “Global Ambush Code” (Address 2045) & “Enable Manager's Mode” (Address 1421).

CHANGING OR CANCELING A CODE: To change any code, merely program over the existing code as described above and press |}| to save. Similarly, to}

:
cancel a code, blank out each number of the code and press || to save.
5

2 Mt YMITH+CS P RF Transmitter Points (Press to set cursor.)
ZrBl- BEEEEE:@E-@| Foreachtransmitter enter: (For wireless systems only. Also see Quick Method, which follows)
- -1 o The zone number (01-32) to which the transmitter will be mapped.
Zone # Xmitter Check Point
Mappedto D sum # o The 6-digit RF ID # and 1-digit checksum number printed on the transmitter and box,
e The point number (1 or 2); enter “9” for unsupervised (all points).
e Press E to save and NEXT/YES button to proceed when all transmitters have been entered.

NOTE: When programming the ID Code number, “0” through "9” = [0 ] through [_oP];A=[* J[ o J1:;B=[*xJ[ 1 ]:
C=[*J[21;D=[xJ[ 3 J:;E=[*J[4a Jand*F"=[%J[5 ]

Quick "Enroll" Method: If a receiver is already installed in the panel, transmitter wireless points can be programmed automatically

(“enrolled”) using the following procedure. NOTE: The transmitter point will be enrolled only if

ZHE KMITHE+CE P |the signal strength is 3 or greater.

ZnB@l- BEBQOEE:E-8]1 Enter the zone number to which the transmitter point will be mapped.

2. Press to enter the Enroll Mode. The red and green LEDs on the keypad will flash and the
window will display as shown at left.

3. Open the loop of the point that is to be programmed (GEM-TRANS2 only).

4. Install the transmitter battery. The keypad will beep to indicate that the point has been successfully
enrolled. Multi-point transmitters can be mapped to successive zones simultaneously.

ZHT AMITH+CS P
ZHB1- EHROLL:A--

Example. A 2-point transmitter has the RF ID number 287613:1. 1 will be mapped to Zone 6).

Map point 1 to Zone 6 and point 2 to Zone 9. 5. Enter Zone “09".

1. Enter the Enroll mode as described above. 6. Close point-1 loop and open point-2 loop.

2. Enter Zone “06”. 7. Remove the transmitter battery, then re-install it. The keypad
3. Open point-1 loop. will beep once to indicate that one point has been pro-

4. Install the battery. The keypad will beep once to indicate that grammed. (Transmitter 287613:1, point 2 is mapped to Zone
one point has been programmed. (Transmitter 287613:1, point 9).

KEYFOB ZONE ASSIGNMENT: Keyfobs can also be assigned to zones to allow multiple wireless panic buttons on one alarm sys-
tem, each reporting to a central station, a pager or having a description on the keypad that describes the person holding the keyfob,
the location where the person holding the keyfob is stationed, or the special purpose of the keyfob button being depressed. See the
next page on Keyfob Transmitters as Zone Input Devices .

Keyfob Transmitters as Arm/Disarm & Control Devices (Press to set cursor).

KF R XMI TII+I.35 opP Keyfobs can be programmed as “Arm/Disarm” devices using their On/Off buttons (refer to
B1-0 bBBBLO:@ A8v WI752). For each Keyfob Transmitter, enter:

KF Area  xmitter  Check Aux  ® The Keyfob Transmitter number (01-8).
# D Sum 182 o The area number to which transmitter is assigned (0 to disable keyfob, 1 through 4).
o The 6-digit RF ID # and 1-digit checksum number printed on the transmitter and box,
e The Aux 1 Option (see keyfob aux 1 & aux 2 options).
e The Aux 2 Option (see keyfob aux 1 & aux 2 options).
e Press to save and NEXT/YES button to proceed when all keyfobs have been entered.

NOTE: When programming the ID Code number, “0” through "9” = [0 ] through [ 9PJ ;A= J[Co J;B=[* J[ 1 J:;C=
[ J21;D=[*J[ 3 J;E=[*J[4 Jand“F"=% ] 5 ]

Q. e

" . ——y' ~ )
Ngn NAPCO Security Systems GQA.??*. GEM-P1632 Programming Instructions
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Keyfob Transmitters as Zone Input Devices

(Refer to display above: press the AWAY button to go backwards). EDF‘?I'-II-?AY Agﬁ;{gﬂé ?
Each of the 4 keyfob buttons can be assigned to a zone. For example, On button = point 1; Off button = 0 None

point 2; A1 = point 3; A2 = point 4. Up to 32 keyfobs (using 1 button) or 16 keyfobs (using 2 buttons) or 8 1 Relay Group 1 Toggle
keyfobs (using all 4 buttons) or any combination up to a maximum of 32 controlled zones can be assigned, 2 Relay Group 2 Toggle
providing multiple wireless panic buttons on a system, each reporting to a Central Station or a pager and/or 9 Keypad Panic
annunciating on a keypad the keyfob zone number with a description. To assign a keyfob to a zone: pro- A Keypad Aux.
gram the keyfob as you would a transmitter, entering the keyfob's ID code, check sum and point number at B Instant

the appropriate zone. The “Quick Method” is not allowed. The zone may be hardwired to an electrical c PGM2 Ouput Toggle
sensor as well as assigned to a keyfob (either one will activate the zone alarm output). NOTE: If assigning D Access on PGM2 Output
a keyfob to a zone, the “ON/OFF” buttons on the keyfob will no longer arm/disarm the system. The keyfob E Arm STAY

is converted to a “panic only” device. F Interior Button

a1-

(Direct Entry)

Enter Zone Descriptions
e For each zone, enter a description of up to two lines. Press R to save each description.

e See page 41 for instructions for entering characters and numbers for the zone descriptions.

e To proceed to the next description, place the cursor under the Zone Number (e.g. “1”) and
press the number that corresponds to the zone. Program new description as above. NOTE:

Zone Descriptions can only be entered through the GEM-RP1CAe2 Keypad or by using the Napco Quickloader Software. See
Easy Menu Programming Worksheet for available zone description characters.

Enter Date
[ A |

(Direct Entry)

Enter Time
¢ 2

(Direct Entry)

Dealer Code
4536789

DEALER CODE
RE-EHTER

TEST TIMER
SMTWTFS HH:MM

Enter Date (Press to set cursor).

e Enter the current date in the format MM/DD/YY. (MM = month, DD = day and YY = year.
e Press |i| to save. Press the NEXT/YES button to proceed.

Enter Time (Press to set cursor.)

o Enter the current time in format HH:MMA/P, where HH=hours (01-12); MM=minutes (00-59).
e Select AM or PM by pressing any number button.
o Press to save. Press the NEXT/YES button to proceed.

Dealer Code
e Directly enter the Dealer Code (default = 456789), using through [[_9P] buttons.
e Press |f| to save. Re-enter the Dealer Code to verify the previous code. Press E to save.

E
A

e Press the NEXT/YES button to proceed.

Test Timer

e Select day(s) by simply erasing the unwanted days. Move the cursor over the day and
press any number key to erase/restore the day. For example, "Monday" and "Friday" will
appear as: "eMeeeF "

o Enter Time (in 24 hour format) by moving cursor under the left H and pressing two digits to over-
write the existing default of 00. Note: Midnight is 00:00. Enter minutes by continuing to enter
data or if just updating minutes move the cursor under the left M and enter the two digits to over-
write the existing default of 00. Use as right cursor one position.

EXIT DEALER PROGRAM MODE: This completes the custom default program. Press to enter the Direct Address Program
Mode for further programming or press [[reset] once again to end all programming and resume normal keypad operation.

CLEAR PROGRAM: Should it be necessary to create a new custom default program, (a) from the Dealer Program Mode, press
to enter the Address Program Mode; (b) access Location 2285 (Clear Program) or 2286 (Cold Start); (c) press |}| and then

(d) press [reseT] to exit the Dealer Program Mode. A “545STER TROUBLE/EDS-00 SERVICE” will occur. Press to silence the keypad.

2285 nWH H

2286 KR H

Clear Dealer Program (Erases Dealer Program)
Use this feature to erase the Panel Program, while maintaining Scheduled Data and Zone Descrip-

tions. Access address 2285 and press . Data entry is not allowed. NOTE: Enter Easy
Menu Driven Program Mode to reprogram system.

Cold Start (Erases Entire Program)

This erases all programmed data (Dealer Program, Zone Description Data and Schedules).
Access address 2286 and press @ Data entry is not allowed. NOTE: Some features

(schedules) can only be programmed again with the Downloading Software.

)
&2
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DIRECT ADDRESS PROGRAM MODE

DIRECT ADDRESS OVERVIEW

Direct Address Programming allows you to go directly to the address locations (up to 2287) and change the data entries
manually in order to customize your control panel options. Whereas the Easy Menu Program Mode guides you through
limited selections to get you started, Direct Address Program Mode allows you to change all options directly. It con-
sists of up to 2287 address locations each with data entry locations as shown in the following diagram (below left). The
data entry location accepts data in one of three formats: Binary, Decimal and Hexadecimal (explained below in
"Address Mode Displays"). The following diagram (below right) illustrates a Decimal format data entry location (using
a GEM-RP1CAe2 keypad).

DATA ENTRY GEM-RP1CAe2 Keypad Display Example
ADDRESS LOCATION P play P

LOCATIONS @ @

0000
“ “ [

0000 060 D
DATA ENTRY LOCATION:
0000 (One of three formats):
TO e Binary (Bit)
2287 i
* Decimal (1) = ADDRESS LOCATION

e Hexadecimal

@ = DATA ENTRY LOCATION

ADDRESS MODE DISPLAYS

There are three types of address displays when programming in Direct Entry Program Mode, as follows:

A) Binary (Bit) Format Example

Settings (such as Zone Features) display and accept data in "number" format. For example, Zone Features are
turned on by the pressing of keypad buttons 1 through 8, with the activated Zone(s) displaying the corresponding
decimal digit (replacing deactivated zones which are signified by dashes).

EXAMPLE: BIT Format with the GEM-RP1CAe2: Program Zones 2, 4, 5 and 7 as Exit/Entry Follower Zones.

0916 - ------- B 0916 -2-45-7- B
Address DATA ENTRY LOCATION: Address DATA ENTRY LOCATION:
0916 Binary (Bit) Format 0916 Binary (Bit) Format
“Exit/Entr'}l e No zones yet activated "ExitIEntrly Press [2 J[(4 | [ 5 Jand (77 in order to acti-
Follower Follower vate Zones 2, 4, 5, and 7. (The "B" on the right indi-

cates "Binary" format). Because "bit numbers"
range from 0-7, these "option numbers" 2,4,5 and 7
correspond to "bit numbers" 1,3,4 and 6, respec-
tively.

DETERMINE THE DATA ENTRIES

1. Referring to ZONE FEATURES in the Programming Worksheets that follow, the Exit/Entry Follower for Zones 1
through 8 are located at address 0916.

dd NAPCO Security Systems — i GEM-P1632 Programming Instructions
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ZONES 1> 38 ZONES 9 > 16
ZONE FEATURES ADDR | 21|22 |23 |24 25|26 | Z7 |Z8 | ADDR |Z9 Z10/Z11|212|Z13|Z14|215|Z16
1 2 3 4 5 6 7 8 1 2 3 4 5 6 7 8
Exit/Entry Follower 0916 L | 1| 8 0911

PROGRAM THE DATA ENTRIES

1.
2.

Enter the panel's Dealer Security Code, then press [MENU].

Answer NO to all questions until “RCTIVATE PROGRAM S/N” is displayed; then press YES. NOTE: If you pass
“ACTIVATE PROGRAN”, scroll backward using [Bveass] .

Press [reseT] to enter the Address Program Mode. Address "0000" will display.

Press [0 J[ 9P 1 ][ 6 ] to access Address 0916. The existing data will display and the cursor will
advance to the data field.

Press [ 6 ] [ 7F ] [ 8A]. The numbers 6,7 and 8 will appear on the keypad display indicating the zones
activated.

Press |}| to save. Address 0916 is now programmed with “6,7,8”.

Press [Menu] and enter another 4-digit address to continue programming --or-- press [ReseT] to exit and resume
normal keypad operation.

B) Decimal Format Example

Settings (such as Entry and Exit Delay) display and accept data in decimal format, as a 3 digit number. Data is en-
tered directly, by pressing keys 0 — 9, with the cursor automatically moving to the right upon each key press.

EXAMPLE: DECIMAL Format with the GEM-RP1CAe2: Program Abort Delay to be 15 seconds.

1417 - - - D 1417 015 D
Address DATA ENTRY LOCATION: Address DATA ENTRY LOCATION:
1417 Decimal Format 1417 Decimal Format
D»:?aO':t' « No time yet entered "Abo':t' Press_ 0 J 1 J [ 5 Jinordertoset
y Delay "Abort Delay" to 15 seconds. The "D" on the

right indicates "Decimal" format.

DETERMINE THE DATA ENTRIES

1.

Referring to SYSTEM DELAYS & TIMEOUTS in the Programming Worksheets that follow, the Abort Delay is
located at address 1417:

NP ADDRESS 1417
DELAY

(sec.)
[Default = 0 sec. = blank (*)]

PROGRAM THE DATA ENTRIES

1.

Enter the panel's Dealer Security Code, then press [MENU].

2. Answer NO to all questions until “AL: F v-H” is displayed; then press YES. NOTE: If you pass
“ACTIVATE PROGRAR”, scroll backward usmg m
3. Press [reseT] to enter the Address Program Mode. Address "a@@e” will display.
4. Press [ 1 J[ 4 J[ 1 J[ 77 ] to access Address 1417. The existing data will display and the cursor will
:—éérgi,m ""’ .
o GEM-P1632 Programming Instructions dd NAPCO Security Systems
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advance to the data field.

5. Press [0 J[C 1 J[ 5 1. The numbers 015 will appear on the keypad display indicating the number of
seconds entered.

6. Press

=)

E
N
N
E
R

to save. Address 1417 is now programmed with a 15-second Abort Delay.

7. Press [MEnu] and enter another 4-digit address to continue programming--or--press [EeseT] to exit and re-
sume normal keypad operation.

C) Hexadecimal Format Example
Data such as Report Codes displays and accepts data by means of a Hexadecimal display. Data is entered di-
rectly, by pressing keys 1 — 9, %[0 ] for zero, and %1 through =] for hex B through F (11-15),

with the cursor automatically moving to the right upon key press. See table below.

HEXADECIMAL ENTRIES
ENTRY PRESS KEYPAD ENTRY PRESS KEYPAD
TOTAL @‘ DISPLAYS TOTAL 5 DISPLAYS
blank Lo o 8 8

1 1 9 9

2 2 10 [o1 0

3 3 1" B

4 4 12 [

5 5 13 31 D

6 6 14 E

7 7 15 F

EXAMPLE: HEXADECIMAL Format with the GEM-RP1CAe2: Program Chime Timeout to be 2 seconds.

1418 - - H 1418 -8 H
Address DATA ENTRY LOCATION: Address DATA ENTRY LOCATION:
1418 Decimal Format 1418 Decimal Format
'rChime" e No time yet entered "Chime Press [0 ] [_8A] in order to set "Chime
Timeout Timeout Timeout" to 2 seconds. The "H" on the right
indicates "Hexadecimal" format.

DETERMINE THE DATA ENTRIES

1. Referring to SYSTEM DELAYS & TIMEOUTS in the Programming Worksheets that follow, the Chime Timeout
is located at address 1418. In the "Chime Timeout Options" table, the data entries needed to assign a time-
out of 2 seconds are "blank" and "8".

CHIME ADDRESS 1418 CHIME TIMEOUT OPTIONS
TIMEOUT DATA ENTRIES TIMEOUT
(Vasec.) LEFT RIGHT
[Default = 2 Visec. = ¥ sec.] blank (*) | blank (*) 0 x Yasec. = 0 sec.
blank (¢) 2 2 x Yasec. = "2 sec.
blank (¢) 3 3 xYssec. = ¥ sec.
blank (¢) 4 4 xVssec. = 1 sec.
blank (¢) 5 5 x Yasec. = 1.25 sec.
blank (¢) 6 6 x Yasec. = 1.5 sec.
blank (¢) 7 7 x asec. = 1.75 sec.
blank () 8 8 x'isec. =2 seC. | Q) seconds
F F 255 x Yasec. = 63.25
NV NAPCO Security Systems =5 - :
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PROGRAM THE DATA ENTRIES
1. Enter the panel's Dealer Security Code, then press [MENU].

2. Answer NO to all questions until "FCTIVATE FRI
“RCTIVATE PROGRAN”, scroll backward using [[Byeass] .

Press [[ReseT] to enter the Address Program Mode. Address "

4. Press [ 1 [ 4 J[ 1 ][ 8~] to access Address 1418. The existing data will display and the cursor will ad-
vance to the data field.

FAM veH" is displayed; then press YES. NOTE: |If you pass

5. Since you wish the timeout to be for 2 seconds (and 8 multiplied by 2 second equals 2 seconds), press
[0 J[[_8A]. The numbers 08 will appear on the keypad display indicating the number of seconds entered.

6. Press |i| to save. Address 1418 is now programmed with a 2-second chime.

7. Press and enter another 4-digit address to continue programming --or-- press [[ReseT] to exit and resume
normal keypad operation.

PROGRAMMING CONVENTIONS USED IN THIS MANUAL

The Keypad Programming Worksheets in the back are provided as an address-programming reference to help the in-
staller modify his custom default program or to make minor field alterations to an existing panel program. It is recom-
mended that the panel be uploaded to NAPCOQO's PCD-Windows software following any keypad programming and that
the PCD-Windows's error-check feature be utilized to reduce the possibility of programming omissions or conflicts.

JKeep the Keypad Programming Worksheets on file for future reference.

General Programming Steps
1= 1. Contact the central station to ascertain receiver format, data format, event codes, subscriber numbers and tele-
phone number(s).

I 2. Select the desired features by circling # the respective “address” boxes. Refer to the Programming Options
and Worksheets for guidance in selecting the “data” to be entered into those boxes.

" 3. Program the data entered in the boxes on the worksheets into the respective addresses. The display will show

the entry numerically, but if hexadecimal format will display “0” for the number 10, and letters “B”, “C”, “D”, “E”, and
“F” for the numbers 11 through 15, respectively. To program a 10, press % ] [0 J. To program 11 through

15, press through [_% | [ 5_]. respectively.

The displays will appear after a brief delay.
I Use [MEnY] to toggle the cursor between the 4-digit address field and the data entry locations.

=" Enter the address directly using the number buttons.

I The contents of the address will be read automatically. The cursor will advance to the data field. Enter the re-
quired data directly using the number buttons.

1> IMPORTANT: Press [§] to save the contents of each address.

EXIT DIRECT ADDRESS PROGRAM MODE: When done, press to exit and resume normal keypad operation.

Q e}

—Y %-»)) . . " .
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SYSTEM DELAYS & TIMEOUTS (ADDRESS 0000-0002, 1413, 1417, 2050 & 2055)

ADDRESS 0001 ADDRESS 1413

ADDRESS 1417

EWERN ADDRESS 0000
DELAY

NS ADDRESS 0002
DELAY 2

ENTRY
DELAY 1

PGM2 Output
Access Cntrl

(sec.) (sec.) (sec.) Timeout (sec.)

[Default = 060] [Default = 030] [Default = 030] [Default = 0 sec. = blank (+)] [Default = 030]

I~ Select delay/timeout (0-255 sec.). ADDRESS 2050

EXIT/ENTRY DELAYS: Apply only to zones programmed with the following options “Exit/Entry 1, Exit/Entry
2, Exit/Entry Follower”. For UL Installations, the maximum exit delay is 60 seconds and the maximum entry
delay is 45 seconds. NOTE: Sensor Watch Time Options are similar to above, except in hours. [Default = 024]

=" Press

to save.

ﬁ

N
]
E
R

Report Cancel W:\s]a] =P IEL]
Window

(min.)
[Default = 0 min. = blank (+)]

i

WARNING: Timers have uncertainty of +/-1 sec, so a "time" of 1 second may actually timeout IMMEDIATELY.

SYSTEM DELAYS & TIMEOUTS (ADDRESS 1418-1419)

CHIME ADDRESS 1418 AC Fail ADDRESS 1419
TIME Report Delay

DEFAULTS: The defaults shown on this
page and on the following pages are
[Default = 060] automatically set after exiting the Easy
Menu Driven Mode.

(Vasec.) (min.)

[Default = 008 x /2 sec. = 2 sec.]

5> 1. Enter delay/timeout in corresponding address locations above.

Note: All entries for address 1418 are in quarter seconds (.25 seconds).
Therefore, the default of 008 results in a 2 second timeout.

I 2. Press || to save.
dd NAPCO Security Systems — i GEM-P1632 Programming Instructions
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SYSTEM OUTPUT TIMEOUTS (ADDRESS 1412 & 1414-1416)

PGM2 ADDRESS 1412 Alarm ADDRESS 1414
Output Output

ADDRESS 1415 ADDRESS 1416

PGM1
Output

Timeout (min.)

Pulse Alarm
Output

Timeout (min.) Timeout (min.) ‘Timeout (min.)
[Default = 0 min. = blank (+)] [Default = 015] [Default = 015] [Default = 0 min. = blank (+)]

DATA | DELAY/ ; ;
ENTRIES | TIMEOUT 5> 1. Select delay/timeout (0-255 min.) from the table shown.

blank () | 0 min.

I 2. Enterin corresponding address locations above.

001 1 min. I~ 3. Press |!] to save.

002 2 min. -

003 3 min.

004 4 min.

005 5 min. OQTPUT TIMEQUTS: If a timeout of “0 min.” is sglectgd, then thg output wiII. rgmain gctive (QN)
006 6 min. until the system is reset or disarmed. For UL Residential Installations, the minimum timeout is 4

minutes. Not UL listed for Commercial Installations.

016 16 min.

\
255 255 min.

DOWNLOAD/CALLBACK OPTIONS (ADDRESS 2059 & 0526-0545)

NUMBER OF RINGS BEFORE PICKUP: Enter the number of rings before automatic
pickup by the control panel when downloading from a computer (see Glossary at the back
for more information).

5> 1. Enter digit only.
I3 2. Valid entries are: 003-015. NOTE: Default is 15 Rings.

I 3. Press E to save.
R

ADDRESS 2059

[Default = 015 |

z=r)

ADDRESS 0526-0545 (RIGHT DIGITS 1-20)

Callback [ 5596 [ 0527 | 0528 | 0529 | 0530 | 0531 | 0532 | 0533 | 0534 | 0535 | 0536 | 0537 | 0538 | 0539 | 0540 | 0541 | 0542 | 0543 | 0544 | 0545

Telephone
Number

(Digits 1-20)

[Default = blank (¢) for all digits 1-20]

CALLBACK TELEPHONE NUMBER: Enter telephone number to be used when downloading from a computer (see Glossary at
the back for more information).

I3° 1. Enter digit only (right nibble).

I3 2. Enter up to 20 digits from left to right. NOTE: Leave trailing boxes blank (¢).

=" 3. Valid entries are: 1-9, B = button, C = button, D = 3 sec. pause, E = Wait for dial tone, F = ignore location.
I5° 4. Press |}| to save.

N
E
R

PAGER FORMAT OPTIONS (ADDRESS 0546 & 0547)

LEADING DIGITS FOR PAGER FORMAT: In Pager Format reporting, the message typically begins with “00".
Pager Format However, for some pager services, this will cause the Pager's Voice Mail feature to activate. This option allows
(1st Digit) you to program these digits to any number desired. A typical Pager report is “003 22 1234”, where 3 is the Event,

22 is the zone, and 1234 is the Subscriber ID number. For example, if the Leading Digits are programmed as “98”,
the Pager report will now appear as “983 22 1234”. NOTE: See CS Receiver Options to select Pager Format.

I3°1. Enter in 1st and 2nd Leading Digits as shown (right nibble).

Pager Format
(2nd Digit)
[Default = blank (+) blank (¢)] ["2. Valid entries are: 0-9. Press

to save.

ﬁ

N
N
E
R

e
O\

) " 1
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SYSTE

SYSTEM RESPONSE
ACTIVATED BY GLOBAL
EVENT/TROUBLE

Alarm Output

Pulsed Alarm Output

PGM1 Output

PGM2 Output

Report Event Telco 1

Report Restore Telco 1

Report Event Telco 3

Report Restore Telco 3

M OPTIONS (ADDRESS 0836-0871 & 2045)
GLOBAL SYSTEM EVENT/TROUBLE
TEST | TELCO |RFRCVR. MEMORY | LOW EZM Bell
ADDR [ riMER | FAILURE | TROUBLE | FAILURE |BATTERY | ACFALL | rampER Su:erv
1 2 3 4 5 6 7 8
0836
0837
0838
0839
0840
0841
0842
0843

[Default = blank (¢) from address 0836-0843]. Note: If Test Timer is enabled (above), Digital Dialer Test is also enabled.

SYSTEM RESPONSE
ACTIVATED BY AREA 1

AREA 1 SYSTEM EVENT/TROUBLE

ADDR | amBusn | KEYPAD | KEYPAD = KEYPAD | Keypap | FAILTO | FAILTO | Keyfob

EVENT/TROUBLE PANIC FIRE AUX} | TAMPER | OPEN CLOSE | Low Batt
1 2 3 4 5 6 7 8
Pulsed Alarm Output 0856
Alarm Output 0857
PGM1 Output 0858
PGM2 Output 0860
Report Event Telco 1 0861
Report Event Telco 3 0863

[Default = blank (+) from address 0856-0863] * NOTE: Keypad Aux. is not to be selected for UL Installations.

SYSTEM RESPONSE
ACTIVATED BY AREA 2

AREA 2 SYSTEM EVENT/TROUBLE

ADDR | AMBUSH KEYPAD | KEYPAD | KEYPAD | kgypap | FAILTO FAIL TO Keyfob

EVENT/TROUBLE PANIC FIRE AUX* | TAMPER | OPEN CLOSE | Low Batt
1 2 3 4 5 6 7 8
Pulsed Alarm Output 0864
Alarm Output 0865
PGM1 Output 0866
PGM2 Output 0868
Report Event Telco 1 0869
Report Event Telco 3 0871

[Default = blank (¢) blank () from address 0864-0871] * NOTE: Keypad Aux. is not to be selected for UL Installations.

I=° 1. Select the desired option entering the option number (1-8) for each digit.

I 2. Enter corresponding option number in address location.

I"NOTE: Dark shaded data value box shows option not available. Press |}| to save.

ADDRESS 2045

Global 1st digit | 2nd digit
Ambush Code

[Default = blank (*) blank (*)]

GLOBAL AMBUSH CODE: It is the 2-digits entered immediately prior to the regular disarm code. If
“Enable Global Ambush Code” (Address 1422) is selected and Address 2045 is left blank (), then the
2-digit Global Ambush Code is “99”. If “Enable Global Ambush Code” is selected and Address 2045
is not left blank (+), then the 2-digit Global Ambush Code is the two digits entered in address 2045.

I5°Enter in address location (both 1st and 2nd digits); valid entries are 1-9.

E
I Press ||1| to save.
R

Q. o

’u’ NAPCO Security Systems o
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SYSTEM OPTIONS (ADDRESS 1420-1424, 2051-2054)

1420 | System Options 1421 | System Options
Default Option Default Option
OFF 1 Opening Report Only after Alarm Report OFF 1 Auto Bell Test on Arming
OFF 2 Closing Report Only on Conditional Close OFF 2 Auto Reset after Burglary Output Timeout
OFF 3 | Incl. Sel./Grp. Bypass in Cond. Close /Status OFF 3 Suppress Bypass Reminder when Armed
OFF 4 Status Report OFF 4 Enable Local Alarm on First Zone AND Trip
OFF 5 Access Control on PGM2 Output
OFF 6 | Enable AutoArm if not closed at end of Window OFF 6 Maintained Keyswitch Arming
OFF 7 Enable Keypad Time/Date Display OFF 7 Enable Manager's Mode
OFF 8 Disable Zone Fault Scrolling OFF 8 Disable Keypad Instant Mode
1422 | System Options 1423 | System Options
Default Option Default* Option
OFF 1 Interior Normally Bypassed OFF* 1 Enable Zone Doubling (Zones 9-16)
OFF 2 Enable Global Ambush Code *** OFF* 2 Wireless Trouble Activates Telco 1
OFF 3 Reset Day Zone with Arm/Disarm Only OFF* 3 Wireless Trouble Activates Telco 3
OFF 4 Enable Residential Fire OFF* 4 Enable Alarm Output on Telco Fail only when Armed
OFF 5 Disable Keypad Function Mode Download OFF* 5 Line-Fault Test only when Armed**
OFF 6 Disable Callback Download OFF* 6 Enable Line-Fault Test**
OFF 7 Chirp Output on Keyfob Arm/Disarm OFF* 7 Inhibit System Trouble Audible at Keypad*
OFF 8 Change Pulse Output to Temporal Output® OFF* 8 Select Alarm Output for Keyfob Chirp
1424 | System Options 2051 | System Options
Default Option Default Option
OFF 1 Automatic Interior Bypass/Easy Exit OFF 1 Enable Keypad Set Time/Date Message
OFF 2 Veri-phone Zones Trip PGM2 Output OFF 2 Enable Cancel Report to Telco 3
OFF 3 Veri-phone Audio Priority Over Alarms OFF 3 Disable [ON/OFF] as Easy Exit
OFF 4 Resound on Wireless Smoke Low Battery OFF 4 Enable GEM-PRINT Module
OFF 5 Don't Clear PGM2 Output with Disarm
OFF 6 Disable 2nd Call Ans. Machine Override OFF 5 n RESERVED n "
OFF 7 Disable System Trouble Audible Timeout
. . OFF 8 Enable "K Series" Style Keypads
ON 8 Disable Code Required for EZ Bypass
2052 | E15 Lug / System Options 2053 | System Options
Default ‘ | Option Default Option
1 RESERVED OFF 1 Exit Time Restart
OFF ‘ 3 | Lug E15 Area 1 Armed Away Only***** OFF 3 Rpt Exit Err/Recent Close
OFF ‘ 4 | PGM on RF Transmitter Tamper* OFF 4 Enable CP-01 Limits
5| RESERVED OFF 5 Digital Dialer Rpt Enter /Exit Test Mode
6| RESERVED OFF 6 Disable Call Waiting on 1st Attempt
7| RESERVED OFF 7 Enable Keypad 1 Only Programming
8 RESERVED OFF 8 Enable CP-01 Egress Tones Only
2054 | System Options
*Address 1423: Default depends on Easy Menu Question :“EZ ZONE DOU- Default Option
BLING? Y/N”. If yes, then [Default = 1]. If no, then [Default = blank
) Enable TCP/IP Communications*

**To select “Line-Fault Test only when Armed”, you must also select “Enable
Line-Fault Test” at address 1423.

***If “Enable Global Ambush Code” in Address 1422 is selected, then program
the 2-digit “Global Ambush Code” in Address 2045. If Address 2045 is
left blank (¢), then, the 2-digit “Global Ambush Code” will be “99”.

****|f this feature is not selected, the E15 Lug will, by default, activate when
the system is armed (all areas).

*Not for UL Installations.

™NOTE: For reference only and cannot be changed.

$This feature must be programmed in Fire Alarm applications.

RESERVED

\ 3| TCPIP PaneliSite Initiated Functions

RESERVED
RESERVED

RESERVED
RESERVED

RESERVED

v
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CS RECEIVER OPTIONS (ADDRESS 0460-0525)

ADDRESS 0460 ADDRESS 0482 ADDRESS 0504 DATA CS RECEIVER 1 FORMAT
CS Receiver 1 CS Receiver 2 CS Receiver 3 ENTRY . .
blank (*) | Ademco Slow, Silent Knight Slow
Format Format Format 2 Radionics Fast

Silent Knight Fast

Default for CS Receiver 1 Format depends on Easy Menu Question “RCVR FORMAT". [Default = +(blank) ¢ Radionics, DCI, Franklin Slow

CS RECEIVER FORMATS: Up to 3 CS Formats may be programmed. SIA

3
4
(blank)] for CS Receivers 2 and 3 Formats. 5 Universal High Speed
B
Cc

Ad Point ID
I~ 1. Select the desired CS Receiver Format from the table shown. E en:;;ero:n

I~ 2. Enter the corresponding digit in the address location for each CS Receiver. NOTE: Dark

. . NOTE: * See Pager Format Options to program
shaded data value box shows option not available. Press [Enter] to save. 9 P prog

Leading Digits for Pager Format.

0461 | CS Receiver Options - Telco 1 0483 | CS Receiver Options - Telco 2
Default Option Default Option
OFF 1 1400Hz Handshake/Kissoff * OFF 1 1400Hz Handshake/Kissoff *
OFF 2 2300Hz Handshake/Kissoff * OFF 2 2300Hz Handshake/Kissoff *
OFF 3 Enable Zone Number on Pulse Alarm OFF 3 Enable Zone Number on Pulse Alarm
OFF 4 Single Digit Only OFF 4 Single Digit Only
OFF 5 Sum Check OFF 5 Sum Check
OFF 6 3/1 with Extended Restores OFF 6 3/1 with Extended Restores
OFF 7 Enable TCP/IP AES RPT OFF 7 Enable TCP/IP AES RPT
OFF 8 RESERVED OFF 8 RESERVED
0505 | CS Receiver Options - Telco 3 CS RECEIVER OPTIONS:
Default Option Select options for any of the three CS Receivers.
OFF 1 1400Hz Handshake/Kissoff * I 1. Select the desir_eq option entering the option number
OFF 2 2300Hz Handshake/Kissoff * (1-8) for each digit . .
o 3 Enable Z Numb Pulse Al > 2. Enter corresponding option number in address
FF nable Zone Number on Pulse Alarm location (right nibble).
OFF 4 Single Digit Only NOTE: Dark shaded data value box shows option not avail-
OFF 5 Sum Check able. Press [Enter] to save.
OFF 6 3/1 with Extended Restores
OFF 7 Enable TCP/IP AES RPT
OFF 8 RESERVED *NOTE: If both are selected, 1400Hz has priority over 2300Hz.
CS Receiver 1 ADDRESS 0462-0481 (RIGHT DIGITS 1-20)
Telephone (0462 | 0463 | 0464 | 0465 | 0466 | 0467 | 0468 | 0469 | 0470 | 0471|0472 | 0473 | 0474 | 0475 | 0476 0477 | 0478 | 0479 | 0480 |04g1 | Dofault for CS
Number Receiver 1 Tele-
phone Number
(Digits 1-20) depends on Easy
Menu  Question
T§'°P'L°"e 0484 | 0485 | 0486 | 0487 | 0488 | 0489 | 0490 | 0491 | 0492 | 0493 | 0494 | 0495 | 0496 | 0497 | 0498 | 0499 | 0500 | 0501 | 0502 | 0503
umber

[Default = blank (+)]
(Digits 1-20) across digits 1-20
for CS Receiver
Telephone  Num-

CS Receiver 3 ADDRESS 0506-0525 (RIGHT DIGITS 1-20) bers 2 and 3.
T:Iept:)one 0506 | 0507 | 0508 | 0509 | 0510 | 0511 | 0512 | 0513 | 0514 | 0515 | 0516 | 0517 | 0518 | 0519 | 0520 | 0521 | 0522 | 0523 | 0524 | 0525

umber
(Digits 1-20)

CS RECEIVER TELEPHONE NUMBERS: Enter telephone numbers for any of the three CS Receivers (Telco 1, 2 & 3).
I5° 1. Enter digit only.

5> 2. Enter up to 20 digits from left to right. NOTE: Leave trailing boxes blank (+). Press [Enter] to save.
I 3. Valid entries are: 1-9, B = [x] button, C = [#] button, D = 3 sec. pause, E = Wait for dial tone, F = Ignore location

o

e}
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CS SUBSCRIBER ID OPTIONS (ADDRESS 0560-0667)

CS Telco 1 Sub-
scriber Opening/
Closing ID Number
(Area 1)

ADDRESS 0560-0563
(RIGHT DIGITS 1-4)

0560 0561 | 0562 | 0563

CS Telco 1 Sub-
scriber Opening/
Closing ID Number

ADDRESS 0564-0567
(RIGHT DIGITS 1-4)

0564| 0565 | 0566 | 0567

(Area 2)

CS Telco 1 Sub-
scriber Event ID
Number (Area 1)

ADDRESS 0576-0579
(RIGHT DIGITS 1-4)

0576| 0577 | 0578 | 0579

CS Telco 1 Sub-
scriber Event ID
Number (Area 2)

ADDRESS 0580-0583
(RIGHT DIGITS 1-4)

0580| 0581 | 0582 | 0583

CS Telco 2 Sub-
scriber Opening/
Closing ID Number
(Area 1)

ADDRESS 0596-0599
(RIGHT DIGITS 1-4)

0596/ 0597 | 0598 | 0599

CS Telco 2 Sub-
scriber Opening/
Closing ID Number
(Area 2)

ADDRESS 0600-0603
(RIGHT DIGITS 1-4)

0600 0601 | 0602 | 0603

CS Telco 2 Sub-
scriber Event ID
Number (Area 1)

ADDRESS 0612-0615
(RIGHT DIGITS 1-4)

0612| 0613 | 0614 | 0615

CS Telco 2 Sub-
scriber Event ID
Number (Area 2)

ADDRESS 0616-0619
(RIGHT DIGITS 1-4)

0616| 0617 | 0618 | 0619

CS Telco 1 Sub-
scriber Event ID
Number (System)

ADDRESS 0592-0595
(RIGHT DIGITS 1-4)

0592| 0593 | 0594 | 0595

CS Telco 3 Sub-
scriber Opening/
Closing ID Number
(Area 1)

ADDRESS 0632-0635
(RIGHT DIGITS 1-4)

0632| 0633 | 0634 | 0635

CS Telco 3 Sub-
scriber Opening/
Closing ID Number
(Area 2)

ADDRESS 0636-0639
(RIGHT DIGITS 1-4)

0636| 0637 | 0638 | 0639

CS Telco 2 Sub-
scriber Event ID
Number (System)

ADDRESS 0628-0631
(RIGHT DIGITS 1-4)

0628| 0629 | 0630 | 0631

CS Telco 3 Sub-
scriber Event ID
Number (Area 1)

ADDRESS 0648-0651
(RIGHT DIGITS 1-4)

0648 0649 | 0650 | 0651

CS Telco 3 Sub-
scriber Event ID
Number (Area 2)

ADDRESS 0652-0655
(RIGHT DIGITS 1-4)

0652 0653 | 0654 | 0655

CS Telco 3 Sub-
scriber Event ID
Number (System)

ADDRESS 0664-0667
(RIGHT DIGITS 1-4)

0664 0665 | 0666 | 0667

Default for CS Telco 1 Subscriber Event ID Number (Area 1) depends on Easy Menu Question “ACCOUNT #”. [Default = blank (+) blank (+) blank ()
blank ()] for all other ID Numbers.
CS TELCO SUBSCRIBER ID NUMBERS: Enter the Subscriber Opening/Closing and Event ID Numbers for any of the 3 CS Receivers.

I3 1. Enter 3 or 4 digits (depending on the CS receiver format) for each subscriber number from left to right.

NOTE: Leave trailing boxes blank (¢).
015> 2. Valid entries are: 1-9, 0 and B-F. NOTE: A is not permitted. Press [Enter] to save.

[oN el
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CS SYSTEM REPORTING OPTIONS (ADDRESS 0670-0705)

ADDRESS 0670-0682

CS SYSTEM CS SYSTEM CS SYSTEM REPORTING CODES:
REPORTING CODES REPORTING CODES 1. Enter in corresponding address loca-
L ADDR tion (left and right digits).
Alarm Restore blank (¢) Telco Fail 0683
Trouble blank (¢) RF Rec. Trouble 0684 NOTE: Left digit is the first digit and
Trouble Restore blank (¢) Memory Fail 0685 rlght dlglt is the second dlglt in a two
Xmitter Low Battery FYE S0 Low Battery 0686 digit CS receiver format.
Xmitter Supervision gl Panel AC Fall 0687 2. Valid entries are: 1-9, 0 and B-F.
Xmitter Tamper blank (¢) EZM Tamper 0688 . :
RESERVED blank (¢) YZY | Alarm Output Superv. 0682 NOTE: A is not permitted.
Opening blank () Ambush 0698 3. To disable a code leave boxes blank
Closing blank (¢) Panic 0699 (*).
og:::;z:::rc?zrem E:Z:K 8 A F_ilr_e . 0700 NOTE: Dark shaded data value box
Cancel blank () ::;1:3 g;g; shows ?ptlon not available.
Test Timer Fail to Open 0703 4. Press E to save.
Fail to Close 0704
[Default = blank (+) blank () from address 0670-0682] Keyfob Low Battery 0705 *NOTE: Keypad Aux. is not to be selected for

[Default = blank (+) blank (+) from address 0683-0705]

UL Installations.

CS AREA & SYSTEM REPORTING OPTIONS (ADDRESS 0785, 0786 & 0788)

LEFT DIGIT

blank ()

OF DATA VALUES

[Default = blank (¢) blank (*)]

OPENING REPORT OPTIONS:

DISABLE OPENING REPORTS RIGHT DATA
VALUES AREA
ADDRESS 0785 (CIRCLE /)
AREA 1
RIGHT DIGIT (SUM

DISABLE CLOSING REPORTS RIGHT DATA
VALUES AREA
ADDRESS 0786 (CIRCLE /)
AREA 1
RIGHT DIGIT (SUM

LEFT DIGIT

blank ()

OF DATA VALUES

1
/ :
4
8

[Default = blank (¢) blank (*)]

I5” 1. Select the desired option by circling # the data values for each digit (left and right).
I 2. Add the data values (ex: F=15=(1+2+4+8) from the selected options. See page 13).
I 3. Enter in address location (left and right digits).

NOTE: Dark shaded data value box shows option not available. Press |_ to save.

0788 | CS System Report Options

Default Option
OFF 1 Backup Report on Telco 1 & 2
OFF 2 Touch-tone Dialing Only *
OFF 3 Touch-tone Dialing w/Rotary Backup *

CS SYSTEM REPORTING OPTIONS:

I° 1. Select the desired option entering the
option number (1-8) for each digit.
I 2. Enter corresponding option number in

address location.

NOTE: Dark shaded data value box shows op-
tion not available.

OFF 5 Cancel Next Test Timer on any Report " 3. Press |!| to save.
OFF 6 Disable Wait for Silence (Pager Format)

OFF 7 Disable Wait for Handshake on Transmit

: ; * NOTE: If neither Touch-tone Dialing nor Touch-tone w/Rotary
OFF Disable Auto Dial T Detect
8 sable Ao Dal Tone Detec Backup is selected, then system defaults automatically to Rotary
Dialing. Leave blank () to select Rotary Dialing.
o u” NAPCO Security Systems
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CS ZONE REPORTING OPTIONS (ADDRESS 0720-0751)

CONTROL PANEL ZONES REPORT CODE ZONES REPORT CODE ZONES REPORT CODE
ZONE 1| ZONE 2 | ZONE 3 | ZONE 4 | ZONE 5 | ZONE 6 | ZONE 7 | ZONE 8 ZONE 9 |ZONE 10 ZONE 11ZONE 12| 7oNE 13|ZONE 14|ZONE 15[ZONE 16
0720 | 0721 | 0722 | 0723 | 0724 | 0725 | 0726 | 0727 0728 | 0729 | 0730 | 0731 0732 | 0733 | 0734 | 0735

ADDRESS 0736-0739 ADDRESS 0740-0743 ADDRESS 0744-0747 ADDRESS 0748-0751

ZONES REPORT CODE ZONES REPORT CODE ZONES REPORT CODE ZONES REPORT CODE
ZONE 17|ZONE 18 ZONE 19|ZONE 20 ZONE 21|ZONE 22|ZONE 23/ZONE 24| |ZONE 25ZONE 26 ZONE 27 ZONE 28 ZONE 29|ZONE 30/ZONE 31/ZONE 32
0736 0737 0738 0739 0740 0741 0742 0743 0744 0745 0746 0747 0748 0749 0750 0751

ZONE REPORT
CODE OPTIONS

DATA ENTRIES

Default for Group Zone Report Codes depends on Easy Menu Question “RCVR. FORMAT”.

NOTE: If “Zone Doubling” (Address 1423) is not enabled, then Zones 1-8 are included in the control panel and
Zones 9-32 are EZM Zones. If “Zone Doubling” is enabled, then Zones 1-16 are included in the control panel
and Zones 17-32 are EZM Zones. See Address 1455-1460 to enable “EZM Group Options”.

l *_PULSE EVENT CODE will be the first digit of the 2 digit reporting code. The second digit will be the
DATA second digit of the reporting zone. For example, for zone 9 (address 0728), if the right digit is “3", then
ENTRIES| MODEM CODE the reporting code is "39". For example, for zone 15 (address 0734), if the right digit is “4", then the
LEFT reporting code is "45".

1 Fire

2 Panic

3 Burglary

: aolup MODEM CODES determine the zone types reported for the following formats: SIA and ADEMCO Point ID.

8 Heat Alarm I5” 1. Select the desired Modem Code for each zone from the table shown.

0 Auxiliary Alarm -

B 24 Hour Auxiliary | I~ 2. Press |!] to save.
N NAPCO Security Systems R : -
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CS USER REPORTING OPTIONS (ADDRESS 0800-0831)
USERS 1> 8 USERS 9 > 16

Enable Users to Report Openingl ADDR | U1 |U2 |U3 U4 U5 | U6 | U7 U8| ADDR | U9 U10/U11/U12/U13|U14|U15U16

and Closings 1]/2 3| 4|56 |78 1|12 |3 |4|5 |6 |78
Enable Opening Report, Telco 1 0800 0801
Enable Closing Report, Telco 1 0809 0810
Enable Opening Report, Telco 3 0818 0819
Enable Closing Report, Telco 3 0827 0828

USERS 17 > 24 USERS 25 > 32

Enable Users to Report Opening| ADDR |U17|U18 U19|U20|U21|U22 U23 U24( ADDR [U25/U26|/U27|U28|U29|U30/U31 U32

and Closings 1/2 3|4 5|6 |78 1/2 |3 |4 |56 |78
Enable Opening Report, Telco 1 0802 0803
Enable Closing Report, Telco 1 0811 0812
Enable Opening Report, Telco 3 0820 0821
Enable Closing Report, Telco 3 0829 0830

USERS 33 > 36 User 33 = Auto Arming/Disarming

Enable Users to Report Opening| ADDR |U33|U34 U35 User 34 = Quickloader Remote Arming/Disarming

and Closings 1 2 | 3 User 35 = Easy Arming (Opening not applicable)
Enable Opening Report, Telco 1| 0804 User 36 = Keyswitch Arming

. NOTE: These opening events will report as the user number

Enable Closing Report, Telco 1 0813 shown. Also, Keyfobs 1-8 (see Easy Menu Program
Enable Opening Report, Telco 3 0822 Driven Mode) will report as Users 25-32, respectively.
Enable Closing Report, Telco 3 0831

CS USER REPORTING OPTIONS: [Default = blank (+) from address 0800-0831]
I° 1. Select the desired option entering the option number (1-8) for each digit.

I° 2. At the keypad, enter corresponding option number in address location. NOTE: Dark shaded data value box shows option
not available.

I 3. Press to save.

om—zm
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EZM GROUP OPTIONS (ADDRESS 1455-1460)

EZM Group 1
ADDRESS 1455

EZM Group 2
ADDRESS 1456

EZM Group 3
ADDRESS 1457

EZM Group 4 EZM Group 5 EZM Group 6
ADDRESS 1458 ADDRESS 1459 ADDRESS 1460

Default depends on Easy Menu Question “H OF ZNS IN ARER 1ENTER # ZONES” and “EZ ZONE DOUBLING? /N, For example, if

32 Zones are used and Zone Doubling is not enabled, then all 6 Groups will be automatically enabled. If 32 Zones are
used and Zone Doubling is enabled, then only Groups 1-4 will be automatically enabled.

NOTE:

If “Zone Doubling” (Address 1423, option 1) is not enabled, then Zones 1-8 are included in the control panel
and Zones 9-32 (Groups 1-6) are EZM Zones. If “Zone Doubling” is enabled, then Zones 1-16 are included in the con-
trol panel and Zones 17-32 (Groups 1-4) are EZM Zones (and Groups 5 and 6 must not be used).

EZM TYPE EZM ZONES COVERED EZM GROUP OPTIONS: Up to 6 Groups of 4 Zones each may be pro-
DATA GROUP | NORMAL | DOUBLED | q.3med depending on the number of Zones used and which EZM mod-
ENTRIES | OPTION 1 9-12 17-20
2 13-16 21-24 ules are connected. Each Group represents 4 Zones.
blank (o) | Notused 3 1720 25-28
(No EZM 4 2124 29-32 5" 1. Select EZM type from the table shown.
present) 5 25.28
1 4-Zone EZM 6 29-32 I5° 2. Enter either blank () or "1" in corresponding address locations
above.
NOTE: Dark shaded data value box shows option not available.
I° 3. Press | 1] to save.
AREA ARMING OPTIONS (ADDRESS 1469-1470)
Priority Faslsl{=S3] Priority L\sIsl{=S3
Arming Arming
Area 1 Area 2
[Default = blank ()] [Default = blank (¢)]
PRIORITY ARMING/AREA 1 PRIORITY ARMING/AREA 2
DATA ENTRIES OPTION DATA ENTRIES OPTION
blank (¢) Not Used blank (¢) Not Used
1 Enabled 1 Enabled
PRIORITY AREA ARMING:
I° 1. Select option from the table shown.
I=° 2. Enter either blank (¢) or "1" in corresponding address location.
NOTE: Dark shaded data value box shows option not available.
I 3. Press |!| to save

v
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AREA BELL CONTROL OPTIONS (ADDRESS 1473-1486)

Area 1: Output Turns Off upon Disarm

1473 | Burglary Output Turns Off upon Disarm 1477 | Pulsed Burg Output Turns Off upon Disarm
Default Option: Disarming Area 1: Default Option: Disarming Area 1:
ON 1 Area 1 Burg Output Silenced ON 1 Area 1 Pulsed Burg Output Silenced
OFF 2 Area 2 Burg Output Silenced OFF 2 Area 2 Pulsed Burg Output Silenced

Area 2: Output Turns Off upon Disarm

1474 | Burglary Output Turns Off upon Disarm 1478 | Pulsed Burg Output Turns Off upon Disarm
Default Option: Disarming Area 2: Default Option: Disarming Area 2:
ON 1 Area 1 Burg Output Silenced ON 1 Area 1 Pulsed Burg Output Silenced
OFF 2 Area 2 Burg Output Silenced OFF 2 Area 2 Pulsed Burg Output Silenced

Area 1: PGM1 Output / PGM2 Output

1481 | PGM1 Output Turns Off upon Disarm 1485 | PGM2 Output Turns Off upon Disarm
Default Option: Disarming Area 1: Default Option: Disarming Area 1:
ON 1 Area 1 PGM1 Output Silenced ON 1 Area 1 PGM2 Burg Output Silenced
OFF 2 Area 2 PGM1 Output Silenced OFF 2 Area 2 PGM2 Burg Output Silenced

Area 2: PGM1 Output / PGM2 Output

1482 | PGM1 Output Turns Off upon Disarm 1486 | PGM2 Output Turns Off upon Disarm
Default Option: Disarming Area 2: Default Option: Disarming Area 2:
ON 1 Area 1 PGM1 Output Silenced ON 1 Area 1 PGM2 Burg Output Silenced
OFF 2 Area 2 PGM1 Output Silenced OFF 2 Area 2 PGM2 Burg Output Silenced

OUTPUT TURNS OFF UPON DISARM:

Select options for any of the 4 Outputs. By default, the ability to turn off an output upon disarm is not allowed. For example,
the ability to silence an Area 1 and Area 2 output via an Area 1 keypad is not enabled by default. To enable selected area out-
put control, enter the number (1 or 2) accordingly. For example, if you wish to grant an Area 1 keypad the ability to turn off an
Area 2 PGM2 output, enter "2" in Address 1485.

to save.

I3 Enter digit in address location. NOTE: Dark shaded data value box shows option not available. Press

» " .
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KEYPAD OPTIONS (ADDRESS 1425-1431, 1440-1446)

Enable Keypad Type Keypad Area Assignment | KEYPAD TYPE: Up to 7 key-
_ . pads may be programmed, if
Enable Keypad Type Blank () = Burg Kteypad BIanI; (%) = D|s1abled they are connected.
& Activation ADDR 2 = Wizard = Area
f . _ NOTE: See Keypad Configura-
Not for UL Installations 2 = Area 2 tion Mode.
Keypad 1 1425 1. Select keypad type for each
keypad from the tables
Keypad 2 1426 shown.
Keypad 3 1427 2. Enter data in corresponding
Keypad 4 1428 address locations.
Keypad 5 1429 3. Press || to save.
Keypad 6 1430
Keypad 7 1431
[Default = blank (+) from address 1425-1431

Enable Keypad Options

1 2 3 4 5 6 7
Keypad 1 Options 1440
Keypad 2 Options 1441
Keypad 3 Options 1442
Keypad 4 Options 1443
Keypad 5 Options 1444
Keypad 6 Options 1445
Keypad 7 Options 1446

[Default = blank (+) from address 1440-1446] * NOTE: Keypad Aux. is not to be selected for UL Installations.

ENABLE KEYPAD OPTIONS: Select options for any of the 7 keypads.
= 1.

I 2. At the keypad, enter corresponding option number in address location.
NOTE: Dark shaded data value box shows option not available.

Select the desired option entering the option number (1-8) for each digit.

Ngn NAPCO Security Systems e‘%\;ﬁ: GEM-P1632 Programming Instructions
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TEMPERATURE DISPLAY AT KEYPAD (ADDRESS 1666-1668)

I --ZONE 6 TEMPERATURE SENSOR--

1666 | Temperature Lower Limit 1667 | Temperature Upper Limit*

Default Option Default Option
OFF 1 Binary Temperature Value 1° OFF 1 Binary Temperature Value 1°
OFF 2 Binary Temperature Value 2° OFF 2 Binary Temperature Value 2°
OFF 3 Binary Temperature Value 4° OFF 3 Binary Temperature Value 4°
OFF 4 Binary Temperature Value 8° OFF 4 Binary Temperature Value 8°
OFF 5 Binary Temperature Value 16° OFF 5 Binary Temperature Value 16°
OFF 6 Binary Temperature Value 32° OFF 6 Binary Temperature Value 32°
OFF 7 Binary Temperature Value 64° OFF 7 Binary Temperature Value 64°
OFF 8 Enable for Negative Temperature Value OFF 8 Enable for Negative Temperature Value

1668 | Enable Temperature Options*

Default Option

OFF Enable Temperature Display Option
OFF
OFF

Select Degrees Celsius
Report Temperature Alarm (Zone 6)

Reserved
Reserved

1

2

3

4

)
e Reewa |
S 2 B —

Temperature Display at Keypad

The temperature is displayed instead of the date on line 2 of the GEM-RP1CAe2 (or GEM-K1CA) keypad. The keypad will display
from —22F to 140F (or -30C to 60C). Fahrenheit is the default setting, select Celsius by enabling address 1668 option 2. When this
Temperature Display Option is enabled, Zone 6 becomes the input for the GEM-TEMP64 Temperature Sensor module and Zone 6
of the panel becomes inoperative; if Zone Doubling is selected, zones 6, 14 will be inoperative.

Address 1668 option 3 enables Zone 6 to report a temperature problem. Address 1666 (options 1-7) set the lower limit temperature
value and address 1667 (options 1-7) sets the upper limit temperature value (both values are set in binary). If the temperature de-
tected by the panel is above or below these set limits, the panel will report an alarm on Zone 6. To function and report properly,
Zone 6 must be selected as a reporting zone, 24hr zone in area 1 and auto-resetable. At both 1666 and 1667 addresses, option 8
sets positive or negative temperature. If the temperature of 0 degrees is required, "negative zero" (-0) degrees must be used (+0 or
an empty location is not a valid temperature). To simulate the sensor module, a power supply can be connected to Zone 6 and set
from .55v to 3.05v to display the whole temperature range. Temperature values are read and updated every 5 seconds. To report
an outer limit temperature, the temperature must be out of limits for 2 seconds. To avoid false alarm reports, the limits have a
threshold of 5 degrees in the software. Two new logs have been created for temperature out of limits and restore. If the key

is depressed and held down for 2 seconds, the date will display for 5 seconds.

In addition, three addresses must be enabled (either via Quickloader or via direct address programming) in order for the Tempera-
ture Display at Keypad feature to operate.

The following features must be enabled In Quickloader (or in direct address programming):
1. Keypad Assignment, Temperature Settings tab, Enable Temperature Display (Address 1668, option 1)
2. Keypad Assignment, Keypad Features tab, Enable Keypad Time/Date Display (Address 1420, option 7)
3. Keypad Assignment, Keypad Features tab, Enable Set Time/Date Message (Address 2051, option 1)

Note: If these three addresses are set and power (AC and battery) are subsequently removed, they keypad will indicate that the
time and date are lost and will need to be reset. See WI1425 for more information.

*This feature not evaluated by UL.

o 0
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ZONE OPTIONS - ZONES 1 TO 16 (ADDRESS 0900-1016)
ZONES 1> 8 ZONES 9 > 16
ZONE OPTIONS ADDR| 21 | Z2 | Z3 | Z4 | Z5 | Z6 | Z7 | Z8 | ADDR | 29 |Z10|211|212|213 |Z14|Z15|216
1 2 3] 4 5 6 7 8 1 2 | 345 6|78
50ms Loop Response (A) 0900 0964 \ \ \ \
4| Priority 0901 0965
Priority with Bypass 0902 0966
Auto-Bypass 0903 0967
4| Selective Bypass 0904 0968
Keyswitch Arming 0905 0969
Auto-Bypass Re-entry 0906 0970
Pre-Alarm Warning 0907 0971
Never Arm 0908 0972
24-Hour Zone 0909 0973
T4 Alarm Output 0910 0974
T | Pulsed Alarm Output 0911 0975
PGM1 Output 0912 0976
PGM2 Output 0913 0977
¥ | Entry/Exit 1 0914 0978
Entry/Exit 2 0915 0979
T | Exit/Entry Follower 0916 0980
T%| Auto Reset 0917 0981
+%| Swinger Shutdown 0918 0982
¥ | Chime 0919 0983
Abort Delay 0920 0984
Power-up Delay 0921 0985
Day Zone Open 0922 0986
Day Zone Short 0923 0987
Alarm on Day Zone 0924 0988
T | Alarm Telco 1 0925 0989
Alarm Restore 1 0926 0990
Trouble Telco 1 0927 0991
Trouble Restore 1 0928 0992
Alarm Telco 3 0929 0993
Alarm Restore 3 0930 0994
Trouble Telco 3 0931 0995
Trouble Restore 3 0932 0996
No EOL Resistor 0933 0997
Trouble on Open 0934 0998
Trouble on Short 0935 0999
T | Zone Area 1 0936 1000
Zone Area 2 0937 1001
RESERVED 0938 1002
RESERVED 0939 1003
Interior (Stay) Bypass 0940 1004
Keypad Sounder on Alarm 0941 1005
%+ | 2-Wire Smoke Detectors (B) [ EEN \ \ \ 1006 | | \ \ \
¥ | Fire (C) 0943 1007
Fire Alarm Verification (C) 0944 1008
RESERVED 0945 \ \ \ \ | 1009 \ \ \ \
Zone ANDing Group 1 0946 1010
Zone ANDing Group 2 0947 1011
Zone ANDing Group 3 0948 1012
Zone ANDing Group 4 0949 1013
Sensor Watch 0950 1014
RESERVED 0951 \ | | \ | 1015 \ \ | |
Chime 2 (o952 ./ |6l | | |
RESERVED 0953 | | | 1017 | _ _ _
RESERVED 0954 ‘ 1018 ‘ {

T When the Easy Program Menu is used, these features are enabled by default.
+ Enabled when "Enable SIA CP-01 Features?" is activated (Answer "Yes" in the EZ Programming Menu).
* Disabled when "Enable SIA CP-01 Features?" is activated (Answer "Yes" in the EZ Programming Menu). Disable Auto-Reset on non-fire zones for SIA CP-01 installations.

ZONE OPTIONS: Select zone options for any zone.

5" 1. Select the desired zone option by entering the option number (1-8) for each selected zone. Notes A, B and C are

located on the bottom

5> 2.  Enter corresponding option number in address location. of the next page.

NOTE: Dark shaded data value box shows option not available. Press [Enter] to save.

" . —-—fé‘y = )
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ZONE OPTIONS - ZONES 17 TO 32 (ADDRESS 1029-1144)
ZONES 17 — 24 ZONES 25 — 32
ZONE FEATURES ADDR|Z17 218 | Z19 220 | Z21 Z22 | Z23 | Z24 |ADDR|Z25 |Z26 | 227 | 228 | 229 | Z30 | Z31 | Z32
1 2 3 4 5 6 7 8 1 2 3 4 5 6 78
i +|Priority 1029 1093
Priority with Bypass 1030 1094
JAuto-Bypass 1031 1095
T +[Selective Bypass 1032 1096
Keyswitch Arming 1033 1097
JAuto-Bypass Re-entry 1034 1098
Pre-Alarm Warning 1035 1099
Never Arm 1036 1100
24-Hour Zone 1037 1101
+]Alarm Output 1038 1102
¥ |Pulsed Alarm Output 1039 1103
PGM1 Output 1040 1104
PGM2 Output 1041 1105
¥ |Entry/Exit 1 1042 1106
Entry/Exit 2 1043 1107
T |Exit/Entry Follower 1044 1108
i *JAuto Reset 1045 1109
T *|Swinger Shutdown 1046 1110
¥ |Chime 1047 1111
IAbort Delay 1048 1112
Power-up Delay 1049 1113
Day Zone Open 1050 1114
Day Zone Short 1051 1115
Alarm on Day Zone 1052 1116
+ |Alarm Telco 1 1053 1117
lAlarm Restore 1 1054 1118
Trouble Telco 1 1055 1119
Trouble Restore 1 1056 1120
IAlarm Telco 3 1057 1121
Alarm Restore 3 1058 1122
Trouble Telco 3 1059 1123
Trouble Restore 3 1060 1124
No EOL Resistor 1061 1125
Trouble on Open 1062 1126
[Trouble on Short 1063 1127
T |Zone Area 1 1064 1128
Zone Area 2 1065 1129
RESERVED 1067 1131
Interior (Stay) Bypass 1068 1132
Keypad Sounder on Alarm 1069 1133
+ |Fire (C) 1071 1135
Fire Alarm Verification (C) 1072 1136
Zone ANDing Group 1 1074 1138
Zone ANDing Group 2 1075 1139
Zone ANDing Group 3 1076 1140
Zone ANDing Group 4 1077 1141
Sensor Watch 1078 1142
RESERVED 1079 \ \ | 1143 | | \ \
Chime 2 80 J . ./ J¢ufl ./ | |
RESERVED 1081 | | 1145 | |
RESERVED 1082 ‘ ‘ ‘ 1146 | ‘ ‘ ‘

T When the Easy Program Menu is used, these features are enabled by default.
4+ Enabled when "Enable SIA CP-01 Features?" is activated (Answer "Yes" in the EZ Programming Menu).
* Disabled when "Enable SIA CP-01 Features?" is activated (Answer "Yes" in the EZ Programming Menu). Disable Auto-Reset on non-fire zones for SIA CP-01 installations.
NOTES: (A) 50ms Loop Response only available for zones 1-8. If Zone Doubling is enabled, Zones 9-16 will follow the loop response programming for Zones 1-8. For all other Zones,
loop response is determined by jumpers on the GEM-EZM8 and/or keypad configuration on the GEM-RP1CAe2 or GEM-K1CA.

(B) 2-wire Smoke Detectors only available for zones 7 & 8, and Fire must also be selected.
(C) If Fire Alarm Verification is selected, then Fire must also be selected.

DEFAULTS: The zone options indicated are automatically set after exiting the Easy Menu Driven Mode.
® Priority, Selective Bypass, Alarm Output, Auto Reset, Swinger Shutdown and Zone Area 1 are enabled for the total number of zones entered in “ OF ZONES IN ARERT ENTER + ZONES”.
Alarm Telco 1 is enabled for the zone number(s) entered in “REPORT ALL ZONES TO CENTRAL ZONESP Y/,
Entry/Exit 1and Chime are enabled for the zone number(s) entered in “ENTRY/EXIT ZONES ENTER ZONE 4.
Exit/Entry Follower and Interior Bypass are enabled for the zone number(s) entered in ““NTERIOR ZONES ENTER ZONE +”.
Pulse Alarm Output is enabled for the zone number(s) entered in “FIRE ZONES ENTER ZONE +” or “2-WIRE FIRE ZNS ENTER ZONE .
Fire is enabled for the zone number(s) entered in “FIRE ZONES ENTER ZONE +".
2-Wire Smoke Detector is enabled for the zone number(s) entered in “2-WIRE FIRE ZNS ENTER ZONE #”.

Q
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EXTERNAL RELAY CONTROL (ADDRESS 1489-1568)

1489 1490 1491 1492 1493 1494 1495 1496 1497 1498 1499 1500 1501 1502 1503
RELAY # AREA | TIMEOUT | EVENT ID | COND. RELAY # AREA | TIMEOUT | EVENT ID | COND. RELAY # AREA | TIMEOUT | EVENT ID | COND.
ADDRESS 1504-1508 (RELAY EVENT 4) ADDRESS 1509-1513 (RELAY EVENT 5) ADDRESS 1514-1518 (RELAY EVENT 6)
1504 1505 1506 1507 1508 1509 1510 1511 1512 1513 1514 1515 1516 1517 1518
RELAY # AREA | TIMEOUT | EVENT ID | COND. RELAY # AREA | TIMEOUT | EVENT ID | COND. RELAY # AREA | TIMEOUT | EVENT ID | COND.
ADDRESS 1519-1523 (RELAY EVENT 7) ADDRESS 1524-1528 (RELAY EVENT 8) ADDRESS 1529-1533 (RELAY EVENT 9)
1519 1520 1521 1522 1523 1524 1525 1526 1527 1528 1529 1530 1531 1532 1533
RELAY # AREA | TIMEOUT | EVENT ID | COND. RELAY # AREA | TIMEOUT | EVENT ID | COND. RELAY # AREA | TIMEOUT | EVENT ID | COND.

ADDRESS 1534-1538 (RELAY EVENT 10) ADDRESS 1539-1543 (RELAY EVENT 11) ADDRESS 1544-1548 (RELAY EVENT 12)

1534 1535 1536 1537 1538 1539 1540 1541 1542 1543 1544 1545 1546 1547 1548
RELAY # AREA | TIMEOUT | EVENT ID | COND. RELAY # AREA | TIMEOUT | EVENT ID | COND. RELAY # AREA | TIMEOUT | EVENT ID | COND.
ADDRESS 1549-1553 (RELAY EVENT 13) ADDRESS 1554-1558 (RELAY EVENT 14) ADDRESS 1559-1563 (RELAY EVENT 15)
1549 1550 1551 1552 1553 1554 1555 1556 1557 1558 1559 1560 1561 1562 1563
RELAY # AREA | TIMEOUT | EVENT ID | COND. RELAY # AREA | TIMEOUT | EVENT ID | COND. RELAY # AREA | TIMEOUT | EVENT ID | COND.

ADDRESS 1564-1568 (RELAY EVENT 16)
1564 1565 1566 1567 1568
RELAY # AREA | TIMEOUT | EVENT ID | COND.

TO PROGRAM,
SEE NEXT PAGE

=p>-

[Default = blank (+) from address 1489-1568].
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To program, follow the 5 steps below.

RELAY EVENT OPTIONS
RELAY # TIMEOUT EVENT ID

See See See
Step 1 below | Step 2 below | Step 3 below | Step 4 below | Step 5 below

STEP 1

RELAY # OPTIONS: The GEM-P1632 supports 8 external relays from Relay Module RM3008.
Multiple events may be "mapped" to each relay, up to a maximum of 16
events.

I5° Select the relay number from Table 1 (next page); enter in corresponding address location.

STEP 2

AREA OPTIONS: Each relay event can be assigned to Area 1, Area 2, or both Area 1 AND Area 2.
5" Select the area from Table 2 (on next page); enter in corresponding address location.

STEP 3

TIMEOUTS: Each relay event can be assigned a timeout depending on Alarm Type option.

I5° If Alarm Type is selected for timeout in minutes or seconds, enter the 3-digit timeout duration in correspond-
ing address location. To choose seconds or minutes, see step 5A below. 254 is maximum entry.

STEP 4

EVENT ID CODES: Each relay event can be assigned any of the available event IDs from Table 4.
I~ Select 2-digit Event ID from Table 4 (on next page); enter in corresponding address locations (left and right digit).

STEP 5

RELAY EVENT CONDITION OPTIONS: Each relay event can be assigned an alarm type; and an activation condition; also, |
select a timeout type for each. Enter 5A in left area, enter 5B in right area.

I 5A. Select Alarm Type and Timeout Type from Table 5A (on next page); enter in corresponding left address location.

I~ 5B. Select Activation Conditions from Table 5B (on next page); enter in corresponding right address location.

Continued
=75 - - u” NAPCO Security Systems
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RELAY EVENT OPTIONS
RELAY # AREA TIMEOUT EVENT ID COND.
See See Enter a Time See See
Table 1 below Table 2 below |period, in seconds| Table 4 below Tables 5A & 5B
i i or minutes below
Table 1
DATA RELAY #
ENTRY
blank (+) NONE
1 1
2 2
3 3
4 4
5 5
6 6
7 7
8 8
Table 2 <
DATA TURN OFF
ENTRY ON AREA
DISARM
blank (*) NONE
1 Area 1
2 Area 2
3 Area1 &
y
Table 4
Table 4 (cont'd)
EVENT ID CODES EVENT ID CODES
I?él;r'p ENT:IIEﬁT OPTION DATA ENTRIES OPTION
LEFT | RIGHT
blank (+) | blank (*) Area 1 Arm 3 |blank (v) Area 1 KP Ambush
blank (°) 1 Area 2 Arm 3 1 Area 1 KP Panic
blank (°) 8 Zone 1 3 2 Area 1 KP Fire
blank (°) 9 Zone 2 3 3 Area 1 KP Aux *
blank (¢) 0 Zone 3 3 4 Area 1 KP Tamper
blank (¢) B Zone 4 3 5 Area 1 Fail to Open
blank (¢) C Zone 5 3 6 Area 1 Fail to Close
blank (¢) D Zone 6 3 8 Area 2 KP Ambush
blank () E Zone 7 3 9 Area 2 KP Panic
blank () F Zone 8 3 0 Area 2 KP Fire
1 blank (¢) Zone 9 3 B Area 2 KP Aux *
1 1 Zone 10 3 Cc Area 2 KP Tamper
1 2 Zone 11 3 D Area 2 Fail to Open
1 3 Zone 12 3 E Area 2 Fail to Close
1 4 Zone 13 4 |blank (*) Test Timer Y
1 5 Zone 14 : : 'I‘_":m;’;t':a" Table 5A
1 6 Zone 15 w Battery RELAY EVENT
4 5 AC Fail ALARM TYPE OPTIONS
: ; ;z:: :g 4 6 EZM Tamper LEFTDATA
1 9 Zone 18 4 7 Alarm Supervisory : ALARM TYPE | TIMEOUT TYPE
1 0 Zone 19 4 D RF Recel\_/er Trouble (Tamper/Fail) blank (+) Burglary Minutes
y B Zone 20 4 E : Wireless TX Tamper : 1 Fire Minutes
T L7 N S 1
1 D Zone 22 c 9 Area 2 Arming AWAY 8 Burglary Seconds
1 E Zone 23 D |blank (+) Keypad Fail 2 Fire Seconds
1 F Zone 24 D 1 E)Q:VI Fail C Day Zone Seconds
2 blank (¢) Zone 25 D 2 Quickloader Device Control Y
2 1 Zone 26 D 5 General System Alarm Table 5B
2 2 Zone 27 D 8 Area 1 General System Alarm RELAY EVENT ACTIVATION CONDITIONS
2 3 Zone 28 D 9 Area 2 General System Alarm
2 4 Zone 29 F blank (¢) Relay Control Group 1 RIGHT DATA OPTIONS
2 5 Zone 30 F 1 Relay Control Group 2
2 6 Zone 31 F 8 Entry Relay Area 1 1 Alarm
2 7 Zone 32 F 9 Entry Relay Area 2 g _F:‘*St‘;:e
*NOTE: Keypad Auxiliary is not to be selfected _for UL I_nstallations. 4 TroubrlzuReZtore
NOTE: Keypad Tamper must be enabled in UL installations. 5 Follow Zone

” . :-—fé‘ = )
Ngn NAPCO Security Systems G%\{}?. GEM-P1632 Programming Instructions



Page 36

RF RECEIVER & SUPERVISORY TIMER OPTIONS (ADDRESS 2029-2044 & 2056)

Receivers

Number of RF ADDRESS 2056

LEFT DIGIT

RIGHT DIGIT

DATA ENTRIES

blank (¢)

RF RECEIVER(S)

blank ()

None

Default for Number of Receivers
depends on Easy Menu Question for

RF Transmitters.

1

1

2

2

RF RECEIVERS: Up to 2 RF Receivers may be pro-

grammed.

=" 1. Select the number of receivers from the table

shown.

5> 2. Enter number in address location shown.

=" 3. Press

to save.

RF SUPERVISORY TIMERS: RF Supervisory Timers may be programmed for each type of trans-
mitter used. A transmitter will send a transmission every time it is tripped, when there is NO activity,

the transmitter sends a status transmission about once an hour.

If the receiver does NOT receive

ANY signal (a trip or a status) from a transmitter in the time specified for transmitter type, a system

trouble “WIRELESS TROUBLE/EQH-NN SERVICE” will be displayed at the keypad.

1. Select timer delay from the table shown. Timers are programmed in increments of 30 minutes
each. Valid entries are [3] through [F] (90 minutes-450 minutes).

I5°2. Enter in corresponding address locations below (right nibble).

I=°3. Press |!| to save.
RF SUPERVISORY DELAY

RF SUPERVISORY|  pr rransmITTER | ADDR | TIME (Select timer delay RF SUPERVISORY TIMERS
TIMER from the table at right) DATA ENTRIES DELAY
Type 0 Window/Door, 2 Pt. 2029
Type 1 Window/Door, 2 Pt. 2030 3 90 min.
Type 2 Window/Door, 2 Pt. 2031 4 120 min.
Type 3 Window/Door, 2 Pt. 2032 5 150 min.
Type 4 RESERVED 6 180 min.
Type 5 PIR 2034 7 210 min.
Type 6 PIR 2035 8 240 min.
Type 7 Smoke Detector 2036 9 270 min.
Type 8 Smoke Detector 2037 0 300 min.
Type 9 RESERVED B 330 min.
Type A Dual Tech. 2039 . | c 360 min.
Type B RESERVED D 390 min.
Type C Window/Door, 4 Pt. 2041 E 420 min.
Type D PIR 2042 E 450 min.
Type E Smoke Detector 2043
Type F Napco Glass Break 2044

[Default = blank (+) from address 2029-2044]. Default = 8 (240 minutes)

NOTE: These timers apply only to Supervised RF Transmitters (see RF Transmitters in Easy Menu Driven Mode Programming).

—=r)
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CLEAR PROGRAM OPTIONS (ADDRESS 2285 & 2286)

DREE N H| Clear Dealer Program (Erases Dealer Program)

This erases the dealer program. Use this feature to start
WARNING a customized default program. Program Data and Sys-

tem Status Memory is erased where Scheduled Data and
Zone Descriptions are maintained.

Access address 2285, then press . Data entry is not allowed.

NOTE: Enter Easy Menu Driven Program Mode to program system
again.

22865 KA H Cold Start (Erases Entire Program)

This erases the entire program including Dealer Pro-
WARNING gram by erasing Program Data, Zone Description

Data and System Status Data (similar to a new
panel).

Access address 2286, then press

. Data entry is not allowed.

NOTE: Some features (schedules) can only be programmed again
with the Downloading Software. If power fails, time and date restarts at
00:00:00 and a date of 01-01-04 (January 1, 2004).

USER PROGRAM MODE

PRELIMINARY INFORMATION

The User Program Mode is covered in detail in the operating instructions for the keypad in use.

5> The Program Mode cannot be accessed while the communicator is transmitting except during the first three minutes after power-
up.
5> After entering codes or data, press the save

E
N
N
E
R

button. Data will not be stored info memory unless this button is pressed.

I If the keypad is in the Program Mode and no activity is detected for longer than 4 minutes, a steady tone will sound.
IS Press the button to silence the sounder and exit the User Program Mode.

NOTE: For ease of programming, it is recommended that a GEM K1CA (or GEM-RP1CAe2) be used. See Keypad Configuration
Mode.

If a GEM-RP2ASe2/GEM-K2AS keypad is used, see WI1148.

Ngn NAPCO Security Systems e;ﬁi. GEM-P1632 Programming Instructions
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ACCESSING USER PROGRAM MODE

1. Press || |

I JC_ ] [weny]

\New Panel (Default User Code = 123)/
Existing Panel (Any Code with User Program Option Enabled)

2. Press [AWAY]  Until "ACTIVATE FF
3. Press [STAY] To Enter User Program Mode

4. Press [RESET]  To Exit User Program Mode when finished

v-H" appears on LCD screen.

USER CODES
Enter user code
Hal 123 - 9-

GEM-K1CAe2 Keypad (Direct Entry)

Up to 32 User Codes may be programmed.
NOTE: In this mode, only the code is pro-
grammable; the accompanying Area Options
must be programmed in the Dealer Program
Mode (see page 5).

I° Use the button to place the cursor
over the User Number.

I3 Enter a User Number (01-8) using the
number buttons. The cursor will then
advance to the User Code and read the
existing code, if any.

User Code NOT USED
1
(GEMINI )
Entey usecy wyody
To Program User Codes _T_
//P ue1 123

1. Set Cursor Position using the

button. },%

2. Enter 2-digit User Number (01- 3 (wEn]
32) directly using number but-

NEXT/YES

E@@ﬂ@l

tons (0-9). CE N () | Ta] ¥
3. Enter Code (1-6 digits) directly | _ Area
using number buttons (0-9).—I [pesery L 2P [ sa) [ePl [0 |
4. Press the button to save L
R COMPUTERIZED SECURITY SYSTEM Yy
each code. \_ -, Y,

NOTE: Press - - button to clear character at cursor.
To continue press or - button.

Programming User Codes with GEM-K1CA Keypad

5> Enter the new User Code using the number buttons (0-9). If an old code is displayed, program over it. To erase the digit at the

cursor, press [ | [0 ] button.
[ Press the

[om—zm|

button to save the code in memory.

I3 Repeat this procedure for each user. To proceed to Zone-Description programming, press the NEXT/YES button or the

PRIOR/NO button.

)
&2
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ZONE DESCRIPTIONS (GEM-RP1CAE2/ GEM-K1CA KEYPADS)

Enter an identifying description for each zone. Characters are selected by
] - pressing keypad buttons multiple times, "Cell Phone" style. Buttons

through 7] plus (o] and =] are used, as per the following table:

PRESS: CHARACTERS DISPLAYED HOLD CHARACTERS DISPLAYED
IN SEQUENCE AND PRESS: IN SEQUENCE
[ |mEC [N
21 2
(s <
[ [
[—=n (=1
[ (e 1
(71 (/1)
[82]) (821
[Lerl] |vioe [=r1) Jz S
[0 J] |(SPACE)+-. ()., /:?# [Co 13 (Reserved)
Press [[xeny]] to move cursor right.
Press [[exess]] to move cursor left.
Notes:
1. After releasing the number button for 2 seconds, the character will be accepted and the cursor advanced to the

right.

2. After releasing the number button, if a new number button is pressed before the 2 second window expires, the cur-
rent character will be accepted and the cursor automatically advanced to the right. The first of the 4 characters of
this new number button will be displayed.

3. To erase an existing entry, use [[venu]] or [[exess]] to move the cursor below the character to be changed. Enter a

new character to overwrite the old, or press zero to delete the character.
4. To generate lowercase characters, the [[%_]] button must be pressed and held down while pressing the number

button. If the button is released during the 2 second window, the current character will change to uppercase.
Press |}| to save.
To advance to the next zone (or to any other zone), move the cursor to the displayed zone number (i.e., “01”) using
[venu] and [reass]. Change the zone number using keys [0 | through [e*]. Enter two digits for the zone number

(after entering the first digit, the cursor will automatically advance to the second digit). When the second zone number
digit is entered, the cursor will automatically advance to the right, allowing the description locations to be entered.

Always press |!| to save each zone description.

Enter Date (Press the button to set cursor.)
Enter the current date in the format MM/DD/YY, where MM = the month (01-12);
DD=the day (01-31); and YY=the year. Press to save. Press NEXT button to

Eriter Date
L

[om—zm)| =

(Direct Entry) proceed.

Entetr Time Enter Time (Press the button to set cursor.)
¢ ! Enter the current time in the format HH:MMA/P, where HH=hours (01-12);
(Direct Entry) MM=minutes (00-59). Select AM or PM by pressing any number button, then press

once again to save.

NOTE: To enter the date and time, GEM-RP1CAe2/GEM-K1CA keypad (version 9A or greater) must be used and “Enable
Keypad Time/Date Display” (Address 1420) must be enabled.

Q. o

" . S——y ("))
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KEYPAD CONFIGURATION MODE

This section will focus on configuring the GEM-RP1CAe2/GEM-K1CA Keypads. If there is more than one keypad in the system, we
recommend that either a GEM-RP1CAe2 or a GEM-K1CA keypad be used for programming.

KEYPAD INSTALLATION

Several types of keypads may be used with the GEM-P1632: the GEM-RP1CAe2/GEM-K1CA, the GEM-RP2ASe2/GEM-K2AS, the
GEM-RP3DGTL/GEM-K3DGTL, and the GEM-RP4RFC/GEM-K4RF series (see WI1148). Each must be assigned an address num-
ber (1-7) and each requires its own configuration procedure (see CONFIGURING THE KEYPADS, which follows, and DIRECT AD-
DRESS KEYPAD AREA OPTIONS). At least 1 keypad must be used; only 1 is required for a single-area Commercial Burglary instal-
lation.
GEM-RP1CAe2/GEM-K1CA - is a 2-line combination fire/burglary/access keypad capable of supporting 4 EZM zones and a

PGM output. The GEM-RP1CAe2 or GEM-K1CA is recommended for programming. See "Important Note" on page 2

for more information regarding the buttons on the GEM-RP1CAe2/GEM-K1CA keypads.

CONFIGURING THE KEYPADS

A total of up to 7 keypads may be connected to the panel. GEM-RP1CAe2/GEM-K1CA, GEM-RP2ASe2/GEM-K2AS, GEM-
RP3DGTL/GEM-K3DGTL, and GEM-RP4RFC/GEM-K4RF series keypads may be intermixed but require different configuration pro-
cedures, as described below and in W11148.

Configuring the GEM-RP1CAe2/GEM-K1CA Keypad
Each GEM-RP1CAe2/GEM-K1CA keypad must be configured for (a) keypad tactile beep; (b) entry sounder; (c) keypad address; (d)
compatibility number; (e) EZM address; and (f) zone response.

To enter the Keypad Configuration Mode: NORMAL i

1. Move jumper JP1 (located in the center of the control panel board) from Pins 1-2 (top two) to Pins 2-3 (bottom  KEYPAD B
two). NOTE: See Wiring Diagram at the end of this manual. CONFIGURE

2. After about 15 seconds, the display will read “XX BUT OF SYSTER”, where XX indicates the keypad address.

3. Press 1 11 J[ 1 12 JI[3 ] [(menu] and proceed as follows. (Repeat the following procedure for all keypads).

Keypad Tactile Beep
FKegpad Beep Upon entering the Keypad Configuration Mode, “4E4PR0 BEEP ON” will be displayed,
I:I H indicating that the tactile beep, which sounds when any button is pressed, is on.

To turn off the tactile beep, press the |}| button (the |}| button will toggle the tac-
tile beep on and off). Press to continue or press [[ReseT] to exit.

— = Entry Sounder
Entr '4 20l der To turn off the keypad entry sounder during entry time, press |¥| (the || button
OH will toggle the entry sounder on and off). Press to continue or press
| to exit.
Keupad Addresz Keypad Address
[ If more than one keypad is installed, each must be assigned a unique keypad
address (that is, no two keypads may be numbered alike):

I5°Keypads must be numbered consecutively (missing numbers are not permitted)

To assign the keypad number, proceed as follows:

1. Enter the assigned keypad number 01-07, then press |}| to save. A valid
number will be acknowledged by a short beep; an invalid number will be re-
jected by a long beep.

2. Press [MEny] to continue or press [RESET] to exit.

—=y %-») " .
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Compatibility Number (Not Applicable)
MHew THIS FEATURE IS NOT COMPATIBLE WITH THE GEM-P1632 CONTROL
Compat # FEEAE| PANEL. DO NOT CHANGE THIS SETTING.

Press the button to continue or press the button to exit.

— EZM Address
EZM Address The keypad's internal EZM (Expansion Zone Module) may be utilized to
41| provide four additional wired zones. Whether used alone or in conjunction

with optional GEM-EZM series modules or other keypad EZMs, it must be
assigned a unique address (or Group number, see Keypad Programming
Workbook) similar to its keypad address. If no other EZMs are to be used,
designate the keypad as Group “01” at the “ 16 display. In multiple-EZM systems, enter an assigned
group number “01” through “14”. (Each EZM must have a unique assigned group number, starting with “01” and pro-
ceeding consecutively.) Press the button to continue or press the button to exit.

Zone Response

fone Res ponse The normal loop response of each keypad expansion zone is 750mS, how-
AR ever the response time of any zone can be reduced to 50mS as follows.
1. Of the following, circle the number(s) in parentheses associated with the

zone(s) to be changed: Zone 1=(1); Zone 2=(2); Zone 3=(4); Zone 4=(8)
2. Add up the circled numbers.

3. At the keypad, enter the sum as a two-digit number “01” through “15” on the display, then press
Example. Change Zones 2, 3 and 4 to 50mS response.

1. Circle numbers for Zones 2, 3 and 4: (2), (4) and (8).
2. Add up the circled numbers: 2 + 4 + 8 = 14,

3. Enter “14” at the keypad, then press the |}| button.
Press the button to continue or press the [FEseT] button to exit.

[om—zm|

Program Control Message (Not Applicable)
Program Control THIS FEATURE IS NOT COMPATIBLE WITH THE GEM-P1632 CON-

Message # = TROL PANEL.

Press the button to continue (the display will loop back through selec-
tions, for changes) or press the [EEsET] button to exit the Keypad Configura-
=M"). Then replace Jumper JP1 across Pins 1-2 (top two).

tion Mode (display will read “&i 0T O &%

" . —-—féy = )
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EASY MENU PROGRAMMING WORKSHEET - 2 OF 3

RF Transmitter Points:

XMTR #JZONE RF ID CHECK | POINT XMTR #|ZONE RF ID CHECK | POINT
# (printed on xmtr box) SUM # # (printed on xmtr box) SUM #
1 17
2 18
3 19
4 20
5 21
6 22
7 23
8 24
9 25
10 26
1 27
12 28
13 29
14 30
15 31
16 32

Keyfob Transmitters:

KEYFOB # Area RF ID CHECK |OPTION 1|OPTION 2
(printed on xmtr box) SUM
1
2
3
4
5
6
7
8
n NAPCO Security Systems :z:\{jN)i) GEM-P1632 Programming Instructions
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EASY MENU PROGRAMMING WORKSHEET - 3 OF 3

Zone Descriptions 1-32

ZN CHARACTERS AVAILABLE (See below)

# 1.2 /3|4 5 6 |7 8,9 1 1|12 13 14 15|16 17 18 19|20 21 | 22 |23 |24 25 26 27 |28 29

1

2

3

4

5

6

7

8

9

10

1

12

13

14

15

16

17

18

19

20

21

22

23

24

25

26

27

28

29

30

31

32

Characters Available for Zone Descriptions
l@#$ % & () _+11[{}[]",.<>7
1234567890
abcedfghijklmnopqrstuvwxyz
ABCDEFGHIJKLMNOPQRSTUVWXY
Dealer Code: D D D D D D
—Zr N/ :
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ALPHABETICAL INDEX

1400HZ HANDSHAKE/KISSOFF, ADDRESS 0461......c 20  ALARMTELCO 3 (ZONE OPTION), ADDRESS 1057, 1121 e 30
1400HZ HANDSHAKE/KISSOFF, ADDRESS 0483........cv 20  AMBUSH
1400HZ HANDSHAKE/KISSOFF, ADDRESS 0505.......cvv 20 ARBA OPTION sttt 9
2300HZ HANDSHAKE/KISSOFF, ADDRESS 046 ... 20 AMBUSH, ADDRESS 0898 22
2300HZ HANDSHAKE/KISSOFF, ADDRESS 0483........c 20  AREAARMING OPTIONS (ADDRESS 1463-1470) s 25
2300HZ HANDSHAKE/KISSOFF, ADDRESS 0505 20 AREA BELL CONTROL OPTIONS (ADDRESS 1473-1486)..........crssvrsrrcree 26
24 HOUR AUXILIARY (MODEM CODE) . ARMONLY
24 HOUR ZONES IN AREA T oo AREA OPTION ..ot sssssssssssssessssssnessssssssessssssssssssssnsssssssssssssssnnsens 9
24-HOUR ZONE (ZONE OPTION), ADDRESS 0909, 0973 ... 29 ARMIDISARM
24-HOUR ZONE (ZONE OPTION), ADDRESS 1037, 1101 .. 30 AREA OPTION s
2\WIRE FIREZONES INAREA oo 6 AUTO BELL TEST ON ARMING, ADDRESS 1421...
2-WIRE SMOKE DETECTORS (ZONE OPTION), ADDRESS 0942.............20  AUTOBYPASS RE-ENTRY ZONES...coovovvsnsssss
311 WITH EXTENDED RESTORES, ADDRESS 0461 ..o 20 AUTO RESET (ZONE OPTION), ADDRESS 0917, 0981 ......evvrreeerrrrnnnrrreenenns 29
3/1 WITH EXTENDED RESTORES, ADDRESS 0483 ... 20  AUTORESET (ZONE OPTION), ADDRESS 1045, 1108 oo 30
3/1 WITH EXTENDED RESTORES, ADDRESS 0505 ... 20 AUTO RESET AFTER BURGLARY OUTPUT TIMEOUT, ADDRESS 1421....19
50MS LOOP RESPONSE (ZONE OPTION), ADDRESS 0900, 094............ 29 AUTO-BYPASS (ZONE OPTION), ADDRESS 0903, 0967
5OMS LOOP RESPONSE ZONES ... 7 AUTO-BYPASS (ZONE OPTION), ADDRESS 1031, 1095
ABORT DELAY (ZONE OPTION), ADDRESS 0920, 0984 29 AUTO-BYPASS RE-ENTRY (ZONE OPTION), ADDRESS 0906, 0970........... 29
ABORT DELAY (ZONE OPTION), ADDRESS 1048, 1112 30 AUTO-BYPASS RE-ENTRY (ZONE OPTION), ADDRESS 1034, 1098............ 30
ABORT DELAY, ADDRESS 1417 oo 15 AUTOMATIC INTERIOR BYPASS/EASY EXIT, ADDRESS 1424..................... 19
AC FAIL REPORT DELAY, ADDRESS 1419 oo 15 AUX OUTPUT ACTIVATED ON ALARM ZONES ......ooovverermrrrerssnsessssessssseseneens 7
ACCESS AUXILIARY ALARM (MODEM CODE).....oesresesssesessrsessesn 23
AREA OPTION ...ttt 9 AUXILIARY, ADDRESS 0701 .o 2
ACCESS CONTROL ON PGM2 OUTPUT, ADDRESS 1421 .19 BACKUP REPORT ON TELCO 1 & 2, ADDRESS 0788 ... 22
ACCESSING DEALER PROGRAM MODE oo 5 BINARY (BIT) FORMAT EXAMPLE.......cccovvirmsmnsinssmsssrssssssssssssssssnssssssssse 11
ACTIVATE DOWNLOAD FUNCTION ...ttt 4 BIT FORMAT
ADDRESS DISPLAYS [
TYPES. 11 BURGLARY (MODEM CODE)
ADDRESS MODE DISPLAYS 1 BURGLARY OUTPUT TURNS OFF UPON DISARM, ADDRESS 1473 ........26
ADEMCO POINT ID (CS RECEIVER 1 FORMAT) .t 20 BURGLARY OUTPUT TURNS OFF UPON DISARM, ADDRESS 1474 .......... 26
ADEMCO SLOW, SILENT KNIGHT SLOW (CS RECEIVER 1 FORMAT).....20 ~ BYPASSENABLE
ALARM ON DAY ZONE (ZONE OPTION), ADDRESS 0924, 0986 .............. 29 ARBA OPTION st 9
ALARM ON DAY ZONE (ZONE OPTION), ADDRESS 1052, 1116 .............. 30 CALLBACK METHQD..... -4
ALARM OUTPUT (ZONE OPTION), ADDRESS 0910, 0974 ... 29 CALLBACK TELEPHONE NUMBER, ADDRESS 0526-0545 ............coocovcerevree 16
ALARM OUTPUT (ZONE OPTION), ADDRESS 1038, 1102 ... 30 G — 9
ALARM OUTPUT SUPERV., ADDRESS 0689...........oooeoeoesoesoesessoeesssss 22 CANCEL NEXT TEST TIMER ON ANY REPORT, ADDRESS 0788................ 22
ALARM OUTPUT TIMEOUT, ADDRESS 1414 ...ttt 16 CANCEL, ADDRESS 0881 .o 22
ALARM OUTPUT, ADDRESS 0836 ..o 7 CENTRAL STATION RECEIVER 1 ACCOUNT NUMBER .......ccoormrrmr 8
ALARM OUTPUT, ADDRESS 0857 oo CENTRAL STATION RECEIVER 1 FORMAT ...t evsesesessseseseseeens
ALARM OUTPUT, ADDRESS 0865 ..o CENTRAL STATION RECEIVER 1 TELEPHONE NUMBER
ALARM RESTORE 1 (ZONE OPTION), ADDRESS 0926, 0990 CHANGE PULSE OUTPUT TO TEMPORAL OUTPUT, ADDRESS 1422....... 19
ALARM RESTORE 1 (ZONE OPTION), ADDRESS 1054, 1118 CHANGING OR CANGELING A CODE ... 9
ALARM RESTORE 3 (ZONE OPTION), ADDRESS 0930, 0994 CHIME (ZONE OPTION), ADDRESS 0919, 0983..........cvvsvrmsmesvrssmssmsssnssenes
ALARM RESTORE 3 (ZONE OPTION), ADDRESS 1058, 1122 CHIME (ZONE OPTION), ADDRESS 1047, 1111 oo vsvvvrvrsrsrsnsersersessen
ALARM RESTORE, ADDRESS 0670 ..o CHIME 2 (ZONE OPTION), ADDRESS 0952, 1016
ALARM TELCO 1 (ZONE OPTION), ADDRESS 0925, 0989 ..........oocevcrrre CHIME 2 (ZONE OPTION), ADDRESS 1080, 1144
ALARM TELCO 1 (ZONE OPTION), ADDRESS 1053, 1117 ..o CHIME 2 ZONES INAREA 1o 7
ALARM TELCO 3 (ZONE OPTION), ADDRESS 0929, 0993 ..o CHIME TIME, ADDRESS 1418 ... 15
— )
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ALPHABETICAL INDEX (CONT'D)

CHIME ZONES IN AREA T .ottt 7 DECIMAL FORMAT EXAMPLE ..ottt 12
CHIRP OUTPUT ON KEYFOB ARM/DISARM, ADDRESS 1422.................. 19 DEFAULT DEALER CODE ..ottt 5
CLEAR DEALER PROGRAM DIGITAL DIALER RPT ENTER /EXIT TEST MODE, ADDRESS 2053.......... 19

EASY MENU.....cosss DIRECT ADDRESS OVERVIEW.........
CLEAR DEALER PROGRAM, ADDRESS 2285 DIRECT ADDRESS PROGRAM MODE
CLOSING REPORT ...ttt DIRECT ADDRESS PROGRAM MODE ...ttt 11
CLOSING REPORT ONLY ON CONDITIONAL CLOSE, ADDRESS 1420....19  DISABLE [ON/OFF] AS EASY EXIT, ADDRESS 2051 ... 19
CLOSING, ADDRESS 0B78......ccsettsssesttssettsr 22 DISABLE 2ND CALL ANS. MACHINE OVERRIDE, ADDRESS 1424 ............ 19
COLD START DISABLE AUTO DIAL TONE DETECT, ADDRESS 0788........cocrrse 2
EASY MENU....eeessstsesssssssetsststtstsn 10 DISABLE CALL WAITING ON 1ST ATTEMPT, ADDRESS 2053.........c.c..... 19
COLD START, ADDRESS 2286 ...ttt 37 DISABLE CALLBACK DOWNLOAD, ADDRESS 1422 ..o 19
COMPATIBILITY NUMBER ...ttt 41 DISABLE CLOSING REPORTS, ADDRESS 0786.....cccovssen 22
CONDITIONAL CLOSE, ADDRESS 0B80........crssse 22 DISABLE CODE REQUIRED FOR EZ BYPASS, ADDRESS 1424............... 19
CONFIGURING THE KEYPADS......c..cssserssssse 40 DISABLE KEYPAD FUNCTION MODE DOWNLOAD, ADDRESS 1422 ... 19
CONTROL PANEL FIRMWARE VERSION ...t 2 DISABLE KEYPAD INSTANT MODE, ADDRESS 1421.
CREATE A CUSTOM PROGRAM. ..ot 6  DISABLE OPENING REPORTS, ADDRESS 0785......cooooess
CS AREA & SYSTEM REPORTING OPTIONS (ADDRESS 0785, 0786 & 0788) ~ DISABLE SYSTEM TROUBLE AUDIBLE TIMEOUT, ADDRESS 2051.......... 19
-------------------------------------------------------------------------------------------------------------------------------------- 22 DISABLE WAIT FOR HANDSHAKE ON TRANSMIT, ADDRESS 0788.........22
CS RECEIVER 1 FORMAT, ADDRESS 0460 ... 20 DISABLE WAIT FOR SILENCE (PAGER FORMAT), ADDRESS 0788.......... 22
CS RECEIVER 1 TELEPHONE NUMBER, ADDRESS 0462-0481................ 20 DISABLE ZONE FAULT SCROLLING, ADDRESS 1420 oo 19
CS RECEIVER 2 FORMAT, ADDRESS 0482 ...t 20 DISABLED
CS RECEIVER 2 TELEPHONE NUMBER, ADDRESS 0484-0503................ 20 AREAOPTION ... 9
CS RECEIVER 3 FORMAT, ADDRESS 0504 ... 20 DONT CLEAR PGM2 OUTPUT WITH DISARM, ADDRESS 1424................ 19
CSRECEIVER 3 TELEPHONE NUMBER, ADDRESS 0506-0525......v 20 DOWNLOAD/CALLBACK OPTIONS (ADDRESS 2059 & 0526-0545) ........... 16
CS RECEIVER OPTIONS - TELCO 1, ADDRESS 0461 DOWNLOADING FROMA COMPUTER ... 4
CS RECEIVER OPTIONS - TELCO 2, ADDRESS 0483 EASY MENU DRIVEN PROGRAM MODE oo 5
CS RECEIVER OPTIONS - TELCO 3, ADDRESS 0505 EASY MENU PROGRAMMING WORKSHEET ... 42,4344
CS SUBSCRIBER ID OPTIONS (ADDRESS 0560-0667)...........cccccceeeessssessssnnnns 21 EASY MENU-DRIVEN PROGRAM oo 4
CS SYSTEM REPORT OPTIONS, ADDRESS 0788..........ooerssre 22 ENABLE 'K SERIES’ STYLE KEYPADS, ADDRESS 2057 oo 19
CS SYSTEM REPORTING CODES, ADDRESS 0683-0708...........cccccccrerersseren 22 ENABLE ALARM OUTPUT ON TELCO FAIL ONLY WHEN ARMED, AD-
CS TELCO SUBSCRIBER ID NUMBERS.....c.cesssse 21 DRESS 1423 ..ottt 19
CS USER REPORTING OPTIONS (ADDRESS 0800-0831).....cccc 24 ENABLE AUTOARM IF NOT CLOSED AT END OF WINDOW, ADDRESS 1420
CS ZONE REPORTING OPTIONS (ADDRESS 0720-0751).....ccsr S e
CURRENT TIME oo ENABLE BURG OUTPUT CHIRP ON KEYFOB........oocovereeierieneeseseeesseresssions
CUSTOMDEFAULT PROGRAM ENABLE CANCEL REPORT TO TELCO 3, ADDRESS 2051.
CUSTOMIZING A DEFAULT PROGRAM... ENABLE CP-01 EGRESS TONES ONLY, ADDRESS 2053...........ccovuvuermmrernnnns
DATE ENABLE CP-01 LIMITS, ADDRESS 2053..........ccooosemssrsse
DAY ZONE OPEN (ZONE OPTION), ADDRESS 0922, 0986...........cooneo. 29 ENABLE GEM-PRINT MODULE, ADDRESS 2051 v
DAY ZONE OPEN (ZONE OPTION), ADDRESS 1050, 1114 ..o 30  ENABLE GLOBAL AMBUSH CODE, ADDRESS 1422 ...c.cvvvsvves
DAY ZONE SHORT (ZONE OPTION), ADDRESS 0923, 0987 ..o 29 ENABLE KEYPAD 1 ONLY PROGRAMMING, ADDRESS 2053 ...........cccnnnns 19
DAY ZONE SHORT (ZONE OPTION), ADDRESS 1051, 1115 ... 30 ENABLE KEYPAD OPTIONS, ADDRESS 1440-1446......ocvvvvsvv 2
DEALERCODE .. ENABLE KEYPAD SET TIME/DATE MESSAGE, ADDRESS 2051............... 19
DEFAULT ... ENABLE KEYPAD TIME/DATE DISPLAY, ADDRESS 1420..........cocoooeee 19
DEALER PROGRAM - PRELIMINARY INFORMATION. ENABLE KEYPAD TYPE & ACTIVATION, ADDRESS 1425-1431................ 27
DEALER PROGRAM MODE oo ENABLE LINE-FAULT TEST, ADDRESS 1423.........coorerreesrseneeesesessesseeenenns 19
DEALER PROGRAM MODE ENABLE LOCAL ALARM ON FIRST ZONE AND TRIP, ADDRESS 1421......19
ACCESSNG.. 5 ENABLE MANAGER'S MODE, ADDRESS 1421 ..cccovmmis 19
DECIMAL FORMAT ENABLE NO EOLR ZONES ..ottt 7
EXAVPLE . 1o ENABLE RESIDENTIAL FIRE, ADDRESS 1422 19
n NAPCO Security Systems =
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ALPHABETICAL INDEX (CONT'D)

ENABLE SIA CP-01 FEATURES...........coooomieennnsssssinsssnsesssssssssssssessssssssssssesess 8
ENABLE TCP/IP AES RPT, ADDRESS 0461 ........cccoocvvniirerinrircrinrienens 20
ENABLE TCP/IP AES RPT, ADDRESS 0483............ccooouimmriiriieniricninnns 20
ENABLE TCP/IP AES RPT, ADDRESS 0505........cccooevunrirerinrirerinriienens 20
ENABLE TCP/IP COMMUNICATIONS, ADDRESS 2054............cccooossciirevennens 19
ENABLE TELCO LINE FAULT TEST ..ooooooiisssissinisesssesessesssesssssssssssssssssenens 7
ENABLE TEMPERATURE DISPLAY OPTION, ADDRESS 1668...................... 28
ENABLE USERS TO REPORT OPENING AND CLOSINGS .........ccccoovcccvicees 24
ENABLE ZONE DOUBLING (ZONES 9-16), ADDRESS 1423...........cccccoocccrene 19
ENABLE ZONE NUMBER ON PULSE ALARM, ADDRESS 0461 .................... 20
ENABLE ZONE NUMBER ON PULSE ALARM, ADDRESS 0483..................... 20
ENABLE ZONE NUMBER ON PULSE ALARM, ADDRESS 0505..................... 20
ENTER DATE ..o ssssssssssssssssssssssssssessssssssssns 10,39
ENTER TIME.......... ..10,39
ENTER USER CODES...........mimmirernnnnnensenssssssssssssssssssssssssssssssssssssessssssssssssssssns 8
ENTER ZONE DESCRIPTIONS ........ooooooooemmmeenrressssesmeeseessssssessssesessssssssseseeeess 10
ENTRY DELAY 1, ADDRESS 0001.....cococrveessessriiiueimsesmnesesssnsssessesesssssssssssesenens 15
ENTRY DELAY 2, ADDRESS 0002.......coooossceemererressssesmseeeesessssssseseeeessssssssseeeeess 15
ENTRY/EXIT 1 (ZONE OPTION), ADDRESS 0914, 0978.............ccoovssccrccreenes 29
ENTRY/EXIT 1 (ZONE OPTION), ADDRESS 1042, 1106......ccccoereresserssrsririvnes 30
ENTRY/EXIT 2 (ZONE OPTION), ADDRESS 0915, 0979.............coomvvssivcerennes 29
ENTRY/EXIT 2 (ZONE OPTION), ADDRESS 1043, 1107 .....oovvrrerereseerisiiriricnns 30
ERASE DEALER PROGRAM, ADDRESS 2285............ccoooessmmmvenerssssiinniseneess 37
ERASE ENTIRE PROGRAM, ADDRESS 2280.............ccucuvveeeemeerresessssssssssssisins 37
ERASING DEALER PROGRAM

EASY MENU.......iiiiiiiieneniernnesesesssessssssssssssssssssssssssssssssssssesssssssssssssssesssees 10
ERASING ENTIRE PROGRAM

EASY MENU......oovrirriiiireicssssssisssssssssssssssssssssssssssssssssssssssssssssssssssssssssssseess 10
EXIT DEALER PROGRAM MODE ......ooooooooiesisiieinsisssesssssnssssssesssssssssssssissnees 10
EXIT DELAY, ADDRESS 0000...........cocommmmsimmmeenesessssssssssssessssssssssssssssssssssssssess 15
EXIT TIME RESTART, ADDRESS 2053...........ooooiiimuummnensvsnnsnnessessssssssssssssinens 19
EXIT/ENTRY FOLLOWER (ZONE OPTION), ADDRESS 0916, 0980.............. 29
EXIT/ENTRY FOLLOWER (ZONE OPTION), ADDRESS 1044, 1108............... 30
EXIT/ENTRY ZONES IN AREA 1 .....oooorioeemreerrcsssenmseneesesssssssssseesessssssssseeeesens 6
EXIT/ENTRY2 ZONES IN AREA 1 ...covreessiessisissssssssssssesesesssssssssisssesnns 7
EXTERNAL RELAY CONTROL (ADDRESS 1489-1648) ... 33
EZMADDRESS........ooooootmmieersissssmssssssssssssmssssssssssssssssssssssssssssssssssssssssssssssess 4
EZM GROUP OPTIONS (ADDRESS 1455-1460)...........cccovmmmrereeresesssssssssisenenens 25
EZM TAMPER, ADDRESS 0688 ..........ccoocoosimvvenrressissmssssnssssssssssssssssssssssssssesess
FAIL TO CLOSE, ADDRESS Q704 .......ocoooooesisisisennnnsissssssssssssssssesssssssssssssssenens
FAIL TO OPEN, ADDRESS 0703...........cooccocccvierriins
FIRE (MODEM CODE) .......oocuumvmmurmvenennensessssssssssssssssssssssssssssssssssssssesssssssssssssssssees

FIRE (ZONE OPTION), ADDRESS 0943, 1007
FIRE (ZONE OPTION), ADDRESS 1071, 1135

FIRE ALARM VERIFICATION (ZONE OPTION), ADDRESS 0944, 1008.........29
FIRE ALARM VERIFICATION (ZONE OPTION), ADDRESS 1072, 1136........30
FIRE ZONES IN AREA 1

FIRE, ADDRESS 0700 ........cooooornrsssiemmvensessssmsssssnssssssssssssssssssssssssssssssssssssssssssess

FIRMWARE VERSION .....ccocccovrnrmsssimmmsennrsssssssssssssssssssssssssssssssssssssssesssssssssssses 2
FUNCTION MODE .......oiiiiieississsssssesssssessssssssssssssssssssssssssssssssssssssssssssssssssssins 4
GAS ALARM (MODEM CODE).......covvssssimmmvnnrsssssssssssssesssssssssssssssssssssssssssssssssses 23
GEM-P1632 WIRING DIAGRAM..........cccmmimmninrnrnnnnnsssesssssssssssssssssssssssssssssssses 56
GEM-RP1CAE2/GEM-K1CA KEYPAD EASY PROGRAM MENU...........ccccccccee 6
GLOBAL AMBUSH CODE, ADDRESS 2045
HEAT ALARM (MODEM CODE)........ccomeerrresssemmmmeererssssssmeseeeessssssessssesessssssssseee
HEXADECIMAL FORMAT

EXAMPLE ..ooor ettt sssssssssssssssssssssssssssssssssss s 13
HEXADECIMAL FORMAT EXAMPLE.......coocoocovnrrssssmnnsenrcssssssnsssssssssssssssssen 13
HOLD UP (MODEM CODE)........ccouuvememmmmresersessssssssssssssssssssssssssssssssssssssssssssssssssnes 23
INCL. SEL./GRP. BYPASS IN COND. CLOSE /STATUS, ADDRESS 1420....19
INHIBIT SYSTEM TROUBLE AUDIBLE AT KEYPAD, ADDRESS 1423........... 19
INTERIOR (STAY) BYPASS (ZONE OPTION), ADDRESS 0940, 1004........... 29
INTERIOR (STAY) BYPASS (ZONE OPTION), ADDRESS 1068, 1132........... 30
INTERIOR NORMALLY BYPASSED, ADDRESS 1422............coooooorresiriereeenrcns 19
INTERIOR ZONES IN AREA 1......ooovvvvrverrereeensessssssssssssssssissssssssssssssesessssssssssssssns 6
K SERIES KEYPAD PROGRAMMING .....cooosooeemeererssssenmreneeressssensseesesssssssseseeees 2
KEYFOB TRANSMITTERS AS ARM/DISARM & CONTROL DEVICES............ 9
KEYFOB TRANSMITTERS AS ZONE INPUT DEVICES............merercsessnnnns 10
KEYFOB LOW BATTERY, ADDRESS 0705..........ccooosseimmrveresesssinmssneesssssnssenn 22
KEYPAD

CONFIGURING........ooovercresiimmmsensssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssins
KEYPAD ADDRESS .........oooiiiiisiisminessssssssssssesesssssssssssssisssssssssssssssssssssseseseses
KEYPAD CONFIGURATION MODE .
KEYPAD ENTRY SOUNDER .........occuvvermmreeersesssssssssssssssssssssssssssssssssssssesesssssssssns
KEYPAD INSTALLATION ....cooovveerressemmmeeeneesssssssseenesssssssssssseesssssssssssssesssssssssene
KEYPAD OPTIONS (ADDRESS 1425-1431, 1440-1446).........c.ccocoococrvsrsiicrenn 27

KEYPAD SOUNDER ON ALARM (ZONE OPTION), ADDRESS 0941, 1005..29
KEYPAD SOUNDER ON ALARM (ZONE OPTION), ADDRESS 1069, 1133..30

KEYPAD SOUNDER ON ALARM ZONES........cooooooiiiiiimmmnissssssnssnnsssesessssssssses 7
KEYPAD TACTILE BEEP........cooiiimmiennrcssssnnsscnesssssissssssssessssssssssssssssssssens 40
KEYSWITCH ARMING (ZONE OPTION), ADDRESS 0905, 0969.................... 29
KEYSWITCH ARMING (ZONE OPTION), ADDRESS 1033, 1097 .........ccccoooo 30
LEADING DIGITS FOR PAGER FORMAT (1ST DIGIT), ADDRESS 0546.......16
LEADING DIGITS FOR PAGER FORMAT (2ND DIGIT), ADDRESS 0547......16
LINE-FAULT TEST ONLY WHEN ARMED, ADDRESS 1423............ccoooosccvccen 19
LOCAL DOWNLOADING .......cciiieiummmmmerenssnnssssssssssssssssssssssssssssssssssssssssssssssssssssssns 4
LOCAL OR CENTRAL STATION REPORTING SYSTEM........ccccoccumrmmmssiimmrrnenn 6
LOW BATTERY, ADDRESS 0686 ...........ccoovermerreeressssssssssssssssssssssssssssssssssssesssssss 22
LUG E15 AREA 1 ARMED AWAY ONLY, ADDRESS 2052..............cccovsssscccren 19
MAINTAINED KEYSWITCH ARMING, ADDRESS 1421 .........ccoovevvrnneererercsssssen 19
MEMORY FAIL, ADDRESS 0685 ..........ooorressseemmreerersssssenmseeeesssssssssssseesessssseseee 22
MODEM CODES ......coosiooeeesssssisississsesesessssssssssesssssssssssssssssssssssssssssssssesssssssssos 23
NEVER ARM (ZONE OPTION), ADDRESS 0908, 0972........c.ccoccccorerrerssssnreeen 29
NEVER ARM (ZONE OPTION), ADDRESS 1036, 1100........c.cccecccovvrrrssssinnreen 30
NEW PANELS......oooooeerereeessssssstiisissssssssssssss s sssssssssssssssssssssssssssssssss s 5
NO EOL RESISTOR (ZONE OPTION), ADDRESS 0933, 0997 ..........ccoccccccrn 29
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ALPHABETICAL INDEX (CONT'D)

NO EOL RESISTOR (ZONE OPTION), ADDRESS 1061, 1125.........cccccoocccer 30
NO. RINGS BEFORE PICKUP, ADDRESS 2059...........cccourmeeeererssssssssssssisenenens 16
NUMBER OF KEYPADS IN AREA 1...oooooreeeeeeesesssssssisissssssssssssssesesssssssssssisins 8
NUMBER OF RINGS BEFORE PICKUP, ADDRESS 2059............ccccccoccccccerer 16
OPENING AFTER ALARM, ADDRESS 0679 ..........ccocuummmmmmmmermrnnnnnnnsesssesescssssssssns 22
OPENING REPORT .....ooooosiimmvevnsrssssisssssssssssssssssssssssssssssssssssssssssssssssssssssssssssses 24
OPENING REPORT ONLY AFTER ALARM REPORT, ADDRESS 1420........19
OPENING, ADDRESS 0877 .....coovrssreeerreereresssesssseessssssssssssessesssssssssssssessssssssseee 22
OUT OF SYSTEM....ooriiieiittsiiisssnssesssssssssessessssssssssssssssssssssssssssssssssesssesssssssss 40
PAGER (CS RECEIVER 1 FORMAT)....c.occccccceererssisnen .20
PAGER FORMAT OPTIONS (ADDRESS 0546 & 0547)...........ccccveerereesessssssinins 16
PANEL AC FAIL, ADDRESS 0687 ....coccoeoesrssssiisiessssssssssssssssssssesesssssssssssssssenens 22
PANEL ZONE DOUBLING.......coooositemerenrssssssimssssssssssssssssssssssssssssssssssssssssssssssssss 6
PANIC (MODEM CODE)........ccouuvevvvenemnensesssssssssssssssssssssssssssssssssssssssesssssssssssssssssses 23
PANIC, ADDRESS 0699 .........ccooosiicmmvvvrrssssmsnesnssessssssssssenes w22
PGM ON RF TRANSMITTER TAMPER, ADDRESS 2052.............coocoecesicccviccns 19
PGM1 OUTPUT (ZONE OPTION), ADDRESS 0912, 0976.........ccooeseccccerrrerrs 29
PGM1 OUTPUT (ZONE OPTION), ADDRESS 1040, 1104..........cccovveevresrrrrrrnns 30
PGM1 OUTPUT TIMEOUT, ADDRESS 1416.......ccccocccorerrrerssremmmmeneresssssessreeeeee 16
PGM1 OUTPUT TURNS OFF UPON DISARM, ADDRESS 1481.................... 26
PGM1 OUTPUT TURNS OFF UPON DISARM, ADDRESS 1482..................... 26
PGM1 OUTPUT, ADDRESS 0838..........coccoscmmverrressimmmssnsesessssssssssssssssssssssssseess 17
PGM1 OUTPUT, ADDRESS 0858........cccoooessrisiiiimmmsssissssssssssssssesesssssssssssssssnens 17
PGM1 OUTPUT, ADDRESS 0886..........cccceecccmvvnrresssmmmsnnsesssssssssssessssssssssssssseess 17
PGM2 OUTPUT (ZONE OPTION), ADDRESS 0913, 0977 ......ccoocverecrescsrirssines 29
PGM2 OUTPUT (ZONE OPTION), ADDRESS 1041, 1105........ccoovsssvcrrerecerns 30
PGM2 OUTPUT ACCESS CNTRL TIMEOUT, ADDRESS 1413 .. 15
PGM2 OUTPUT TIMEOUT, ADDRESS 1412......coooccccreercresssemmreereresssseneeneeeeens 16
PGM2 OUTPUT TURNS OFF UPON DISARM, ADDRESS 1485..................... 26
PGM2 OUTPUT TURNS OFF UPON DISARM, ADDRESS 1486..................... 26
PGM2 OUTPUT, ADDRESS 0839.........ccoccosmmmvenrressimsmsensesssssssssssssssssssssssssssess 17
PGM2 OUTPUT, ADDRESS 0860.... 17
PGM2 OUTPUT, ADDRESS 088..........cccoocccmvenrressimmmsensesssssssssssssssssssssssssssess 17
POWER-UP DELAY (ZONE OPTION), ADDRESS 0921, 0985..............ccccccccc 29
POWER-UP DELAY (ZONE OPTION), ADDRESS 1049, 1113.......cooocccccreene 30
PRE-ALARM WARNING (ZONE OPTION), ADDRESS 0907, 0971.................. 29
PRE-ALARM WARNING (ZONE OPTION), ADDRESS 1035, 1099................. 30
PRIORITY (ZONE OPTION), ADDRESS 0901, 0965.........cccvcrrrereresmssssssrasinnnens 29
PRIORITY (ZONE OPTION), ADDRESS 1029, 1093..........cooverrrerercsmsssssssisirinns 30
PRIORITY ARMING AREA 1, ADDRESS 1460.............ccovrmsmimmmeenersssssnnsssennens 25
PRIORITY ARMING AREA 2, ADDRESS 1470.........couveeemnmneereeresesssssssssssnnnens 25
PRIORITY WITH BYPASS (ZONE OPTION), ADDRESS 0902, 0966.............. 29
PRIORITY WITH BYPASS (ZONE OPTION), ADDRESS 1030, 109%4.............. 30
PROGRAM CONTROL MESSAGE.. iy
PROGRAMMING CONVENTIONS ...cooooeiersssiisiiisinssssssssssessesessssssssssssssins 14
PROGRAMMING STEPS
GENERAL ...cooverereeeesssiississsssssssssssse s sssssisssssssssssssssssss s

PROGRAMMING WITH THE K SERIES KEYPADS..........coooomrrereresessssisiiriiiinnns

PULSE ALARM OUTPUT TIMEOUT, ADDRESS 1415

PULSE EVENT CODE......ccccocceveeerressseemmeeeesessssssssssesesssssssssseseessssssssssssesssssssssseee 23
PULSED ALARM OUTPUT (ZONE OPTION), ADDRESS 0911, 0975............. 29
PULSED ALARM OUTPUT (ZONE OPTION), ADDRESS 1039, 1103............ 30
PULSED ALARM OUTPUT, ADDRESS 0837 .......cccoosucvmerenrrsssssmnnssnsessssssnssnen 17
PULSED ALARM OUTPUT, ADDRESS 0856 .............cccuummmmevvennnnnenrsesssssssssssssines 17
PULSED ALARM OUTPUT, ADDRESS 0864 ..........cccoccoeemermssirmmmrenrsssssssnsesnnes 17

PULSED BURG OUTPUT TURNS OFF UPON DISARM, ADDRESS 1477....26
PULSED BURG OUTPUT TURNS OFF UPON DISARM, ADDRESS 1478....26

QUICK METHOD.......ocovvvrerereresssssssssssssisissssssssssssssssssssssessssssssssssssssssssssssssssssssseseses 9
RADIONICS FAST (CS RECEIVER 1 FORMAT)......ccccccocrmeressimmmreeeessssseeseeeeees 20
RADIONICS, DCI, FRANKLIN SLOW (CS RECEIVER 1 FORMAT)............... 20
RELAY MODULE RM3008...........coouuuveermemmreresesssssssssssissssssssssssssssssssssssssssssssssssess 34
REMOTE DOWNLOADING......oooviesinmmeenssssssmssssssssssssssmsssssssssssssssssssssssssssssssssses 4
REPORT CANCEL WINDOW, ADDRESS 2055..............cmmmmmrmrnennnnnseresesssssssns 15

REPORT EVENT TELCO 1, ADDRESS 0840
REPORT EVENT TELCO 1, ADDRESS 0861
REPORT EVENT TELCO 1, ADDRESS 0869

REPORT EVENT TELCO 3, ADDRESS 0842............cccccvcmmmmrnrnnnnnnnrereresssssssns 17
REPORT EVENT TELCO 3, ADDRESS 0863......ccccoosccrmererressssnesmeencessssssseeeen 17
REPORT EVENT TELCO 3, ADDRESS 0871 .........oovvcuummimmnrernennnsnseseresssssssns 17
REPORT OPENING AND CLOSINGS........ooooeieieiesnsssssssssissesssissssssssssssssssesssssss 24
REPORT RESTORE TELCO 1, ADDRESS 0841 ...........ccoovermmesismmmeeresssssinnsenn 17
REPORT RESTORE TELCO 3, ADDRESS 0843.............cccccocmmvnmrmnmrnncresesssssns 17
REPORT TEMPERATURE ALARM (ZONE 6), ADDRESS 1668....................... 28
RESET DAY ZONE WITH ARM/DISARM ONLY, ADDRESS 1422.................. 19
RESOUND ON WIRELESS SMOKE LOW BATTERY, ADDRESS 1424 ........ 19

RF REC. TROUBLE, ADDRESS 0684
RF RECEIVER & SUPERVISORY TIMER OPTIONS (ADDRESS 2029-2044 &

2056)...rttetsttssttttttttett 36
RF TRANSMITTER POINTS ...ttt 9
RPT EXIT ERRIRECENT CLOSE, ADDRESS 2053 ...t 19
SELECT ALARM OUTPUT FOR KEYFOB CHIRP, ADDRESS 1423............ 19
SELECT DEGREES CELSIUS, ADDRESS 1668.......c.cceerss 28
SELECTIVE BYPASS (ZONE OPTION), ADDRESS 0904, 0968.................. 29
SELECTIVE BYPASS (ZONE OPTION), ADDRESS 1032, 1096......cc..... 30

SENSOR WATCH (ZONE OPTION), ADDRESS 0950, 1014
SENSOR WATCH (ZONE OPTION), ADDRESS 1078, 1142
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SENSOR WATCH TIME, ADDRESS 2050........coccoomsmsversssrmssssemssssesssssessssseess
SENSOR WATCH ZONES ...ooooevesssresssssssssssssssssssssssssssssssssssssssssssssss s 7
SIA (CS RECEIVER 1 FORMAT)......oomosesreessssesessssssessssssssssssssssssssssssssssssssees 20
SILENT KNIGHT FAST (CS RECEIVER 1 FORMAT)...cocccooocvmremsvrenssrersisiess 20
SINGLE DIGIT ONLY, ADDRESS 0461.....cccccccccesmsremssssssessssssesssssssnssssssens 20
SINGLE DIGIT ONLY, ADDRESS 0483.............oomvvmmsmremssssessisssssssssssssesssssesss 20
SINGLE DIGIT ONLY, ADDRESS 0505..............00mvvrsssssrssssssssssssssssssssssssssess 20
SOUND ALARM ON EXIT ERROR, ADDRESS 2053........occcoccmrrmrssserrsnsrnes 19
STATUS REPORT, ADDRESS 1420..........coooccreeemsssrenssssssnsssssssensssssssssssssssees 19
SUM CHECK, ADDRESS 046 1.....ooccoeesvremssrmsssssnsssssmssssessssssssssssssssssssssesss
SUM CHECK, ADDRESS 0483...

SUM CHECK, ADDRESS 0505.......00svmsvvsssssssssssssssssssssssssssssssssssssssssssses
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ALPHABETICAL INDEX (CONT'D)

SUPPRESS BYPASS REMINDER WHEN ARMED, ADDRESS 1421........... 19 PRELIMINARY INFORMATION ...ttt 37
SWINGER SHUTDOWN (ZONE OPTION), ADDRESS 0918, 0982............... 29 USERSTO REPORT OPENING AND CLOSINGS ..o 2%
SWINGER SHUTDOWN (ZONE OPTION), ADDRESS 1046, 1110............... 30 VERIPHONE AUDIO PRIORITY OVER ALARMS, ADDRESS 1424............. 19
SYSTEM DELAYS & TIMEOUTS (ADDRESS 0000-0002, 1413, 1417, 2050 & VERI-PHONE ZONES TRIP PGM2 OUTPUT, ADDRESS 1424 ....
205) - 15 WIRELESS TROUBLE ACTIVATES TELCO 1, ADDRESS 1423.......ocococe.
SYSTEM DELAYS & TIMEOUTS (ADDRESS 1418-1419)...c.c.cvversvrsersersnns 15 WIRELESS TROUBLE ACTIVATES TELCO 3, ADDRESS 1423
SYSTEM OPTIONS (ADDRESS 0836-0871 & 2045)......ccocoesess 17 WRNGDAGRAM
SYSTEM OPTIONS (ADDRESS 1420-1424, 2051-2054............ .19 XMITTER LOW BATTERY, ADDRESS 0673 oo
SYSTEM OUTPUT TIMEOUTS (ADDRESS 1412 & 1414-1416).........oc.c.... 16 XMITTER SUPERVISION, ADDRESS 0674
SYSTEM PROGRAMMING OPTIONS ...t 4 XMITTER TAMPER ADDRESS 0875
SYSTEM RESPONSE ACTIVATED BY AREA 1 EVENT/TROUBLE............... 17 ZONE 6 TEMPERATURE SENSOR oo
SYSTEM RESPONSE ACTIVATED BY AREA 2 EVENT/TROUBLE ............. 17" ZONE ANDING GROUP 1 (ZONE OPTION), ADDRESS 0946, 1010............. 29
SYSTEM RESPONSE ACTIVATED BY GLOBAL EVENT/TROUBLE, ......... 17 7ONE ANDING GROUP 1 (ZONE OPTION), ADDRESS 1074, 1138............ 30
TAMPER, ADDRESS 0702 v 22 7ONE ANDING GROUP 2 (ZONE OPTION), ADDRESS 0947, 1011 ............ 29
TCP/IP PANEL/SITE INITIATED FUNCTIONS, ADDRESS 2054............. 19 ZONE ANDING GROUP 2 (ZONE OPTION), ADDRESS 1075, 1139............ 30
TELCO FAIL, ADDRESS 0883 ... 22 ZONE ANDING GROUP 3 (ZONE OPTION), ADDRESS 0948, 1012............ 29
TEMPERATURE DISPLAY AT KEYPAD (ADDRESS 1666-1668)............ 28 ZONE ANDING GROUP 3 (ZONE OPTION), ADDRESS 1076, 1140............ 30
TEMPERATURE LOWER LIMIT, ADDRESS 1666 28 ZONE ANDING GROUP 4 (ZONE OPTION), ADDRESS 0949, 1013............ 29
TEMPERATURE OPTIONS, ADDRESS 1688 ... 28 ZONE ANDING GROUP 4 (ZONE OPTION), ADDRESS 1077, 1141 ............ 30
TEMPERATURE UPPER LIMIT, ADDRESS 1667 ..o 28 ZONE AREA 1 (ZONE OPTION), ADDRESS 0936, 1000.......crcoorrsrrrc 29
TESTTIMER st 10 ZONE AREA 1 (ZONE OPTION), ADDRESS 1064, 1128.....oeorsrsrri 30
TEST TIMER, ADDRESS 0882 .. 22 ZONE AREA 2 (ZONE OPTION), ADDRESS 0937, 1007 ... 29
L i i i, 10 ZONE AREA2 (ZONE OPTION), ADDRESS 1065, 1129.......oo.cooresrrs 30
TOTAL NUMBER OF ZONES INAREA 1 ..ot esesesesssesees 6 ZONE DESCRIPTIONS
TOUCH-TONE DIALING ONLY, ADDRESS 0788...........ccooc... 22 ENTERNG.. 10
TOUCH-TONE DIALING W/ROTARY BACKUP, ADDRESS 0788.................... 22 ZONE DESCRIPTIONS oo 39
TRANSMITTER WIRELESS POINTS ZONE DOUBLING ..ttt 6
L 9 ZONE OPTIONS - ZONES 1TO 16 (ADDRESS 0900-1016).....crsvrrrrr 29
TROUBLE ON OPEN (ZONE OPTION), ADDRESS 0934, 0998 ..........cvvvsen 29 ZONE OPTIONS - ZONES 17 TO 32 (ADDRESS 1029-1144) ... 30
TROUBLE ON OPEN (ZONE OPTION), ADDRESS 1062, 1126 .......occoc... 30 7ONEREPORTCODE OPTIONS... 23
TROUBLE ON SHORT (ZONE OPTION), ADDRESS 0935, 0999........ccooueeeern. 29 ZONE RESPONSE oo M
TROUBLE ON SHORT (ZONE OPTION), ADDRESS 1063, 1127................ 30
TROUBLE RESTORE 1 (ZONE OPTION), ADDRESS 0928, 0992................ 29
TROUBLE RESTORE 1 (ZONE OPTION), ADDRESS 1056, 1120............... 30
TROUBLE RESTORE 3 (ZONE OPTION), ADDRESS 0932, 0996................ 29
TROUBLE RESTORE 3 (ZONE OPTION), ADDRESS 1060, 1124............... 30
TROUBLE RESTORE, ADDRESS 0872 ...
TROUBLE TELCO 1 (ZONE OPTION), ADDRESS 0927, 0991
TROUBLE TELCO 1 (ZONE OPTION), ADDRESS 1055, 1119 ... 30
TROUBLE TELCO 3 (ZONE OPTION), ADDRESS 0931, 0995.......voc. 29
TROUBLE TELCO 3 (ZONE OPTION), ADDRESS 1059, 1123 .....ocovee 30
TROUBLE, ADDRESS 0871 ...ttt 22
UNIVERSAL HIGH SPEED (CS RECEIVER 1 FORMAT) ...t 20
USER CODES ettt 38
USER PROGRAM
AREA OPTION ..ttt 9
USER PROGRAM MODE ...ttt 4
USER PROGRAM MODE
ACCESSING ...ttt 38
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ADDRESS NUMBER INDEX

ADDRESS 0000 ......c.ccivieeeiereerereeeeeseve e EXIT DELAY .ottt sttt ettt bbbt b et et bt 15
ADDRESS 0000-0002........c.cccceveeveriierrerererenens SYSTEM DELAYS & TIMEOUTS ...ttt 15
ADDRESS 0007 ... ENTRY DELAY 1 ottt et sttt bbbt 15
ADDRESS 0002.......cocveviveveeiieeerceeeee e ENTRY DELAY 2 ...ttt ettt bbbt 15
ADDRESS 0460........ccceviirerirereieieiee e CS RECEIVER 1 FORMAT ...ttt 20
ADDRESS 0461 .......cccvoviiirerciereeee e 1400HZ HANDSHAKE/KISSOFF ...ttt 20
ADDRESS 0461 .......cevoviieircieiieee e 2300HZ HANDSHAKE/KISSOFF ......cootivitiiiieieecetee st 20
ADDRESS 0481 ..ottt 3/1 WITH EXTENDED RESTORES .......cioiiiiiceceee ettt 20
ADDRESS 0481 .....cocvveveevererieeeee e CS RECEIVER OPTIONS - TELCO 1 ..ottt 20
ADDRESS 0461 ..o ENABLE ZONE NUMBER ON PULSE ALARM ........cooitiiieiieeee et 20
ADDRESS 0461 .......coveeriercrerereereeeeeee e SINGLE DIGIT ONLY .ottt bbbt st 20
ADDRESS 0461 ........cocooeirrirircreereeeeeee e SUM CHEGCK ..ottt ettt bbbttt bbb 20
ADDRESS 0461 .......ccevevrieeecereieree e ENABLE TCP/IP AES RPT ..ottt 20
ADDRESS 0462-0481 .........ccccoeoerivreniicererennns CS RECEIVER 1 TELEPHONE NUMBER .......coiiiiiiieieesi et 20
ADDRESS 0482.......cocveveveereieeeececee e CS RECEIVER 2 FORMAT ..ottt ettt bbb 20
ADDRESS 0483 ... 1400HZ HANDSHAKE/KISSOFF ..ottt 20
ADDRESS 0483 ... 2300HZ HANDSHAKE/KISSOFF .....c.ooiicceceiceecee et 20
ADDRESS 0483......ccoeiviecrcereee e 3/1 WITH EXTENDED RESTORES .......cootiiiieeccteete st 20
ADDRESS 0483......ccovieicrcereesee s CS RECEIVER OPTIONS - TELCO 2 ...ttt 20
ADDRESS 0483......cccovvrveecereieies s ENABLE ZONE NUMBER ON PULSE ALARM.......ccovviiiieiinsiis s 20
ADDRESS 0483........cocvcvieeeeceeecceeee e, SINGLE DIGIT ONLY ..ottt bbb 20
ADDRESS 0483 ... SUM CHECK ...ttt ettt bbbttt 20
ADDRESS 0483 ... ENABLE TCP/IP AES RPT ...ttt bbb 20
ADDRESS 0484-0503..........cccoeveiirieerriereererenns CS RECEIVER 2 TELEPHONE NUMBER .........coooeiiiiiccccee et 20
ADDRESS 0504 ......ccoviiircreiereeees s CS RECEIVER 3 FORMAT ..ottt ea bbb 20
ADDRESS 0505.......cccerriereerinrsiniss s 1400HZ HANDSHAKE/KISSOFF ..ottt 20
ADDRESS 0505.......cccerricrerrinrsinisss s 2300HZ HANDSHAKE/KISSOFF ......ocoeiiitiriieicetcetsiets s ievs e nnas 20
ADDRESS 0505 ... 3/1 WITH EXTENDED RESTORES ......cocioiiiceecceee et 20
ADDRESS 0505 ...t CS RECEIVER OPTIONS - TELCO 3 ...ttt 20
ADDRESS 0505 ... ENABLE ZONE NUMBER ON PULSE ALARM .......c.cooititicccceecee e 20
ADDRESS 0505 ...t SINGLE DIGIT ONLY ..ottt vttt e 20
ADDRESS 0505.........ccooiveieriiereinreseeeee s SUM CHECK ..ottt ettt bbbt sttt b 20
ADDRESS 0505.......ccceiriirercinisinrsssrs s ENABLE TCP/IP AES RPT ..ottt 20
ADDRESS 0506-0525.........cccevmrririricrnrrinisininnns CS RECEIVER 3 TELEPHONE NUMBER .....c.coviiiiicieieeieisi e 20
ADDRESS 0526-0545.........cccoovevereriieiierererenen, DOWNLOAD/CALLBACK OPTIONS.......cocooiiitietcteeeies ettt 16
ADDRESS 0546 ........ococvevevererieeeeciceevereeeeeans LEADING DIGITS FOR PAGER FORMAT (1ST DIGIT) ...covveveeererr v 16
ADDRESS 0546 ..o PAGER FORMAT OPTIONS ...ttt 16
ADDRESS 0547 .....ccevieiiieceeee v LEADING DIGITS FOR PAGER FORMAT (2ND DIGIT) ...coovveirieieirieieinieisisiseieieseeens 16
ADDRESS 0547 .....cocevieeieieceeee v PAGER FORMAT OPTIONS ...ttt bbb 16
ADDRESS 0560-0667 .........ccccoeverrrerrririrnrirererennns CS SUBSCRIBER ID OPTIONS ..ottt ese s 21
ADDRESS 0670.......cccvevrirererirerinierisessresssereseens ALARM RESTORE........coiiiiieiieieicietcistsisi sttt es st 22
ADDRESS 06871 ....cueiirivereeeceeeereee v TROUBLE ...ttt ettt bbbttt b bt 22
ADDRESS 0672......ocooveveeeiecieeeceeesee e TROUBLE RESTORE ......ociiiiicetcieeee sttt e 22
ADDRESS 0673 ......ocvvveeercieecee e XMITTER LOW BATTERY ...ttt 22
ADDRESS 0674 ......ccoeeeececeriereeece e XMITTER SUPERVISION .....cocvitiiiiiieiieectete ettt ve bbb s 22
ADDRESS 0875 .......ccveeiercrciereiereeee e XMITTER TAMPER ..ottt 22
ADDRESS 0677 .....ovvvreveiersiersniesr e OPENING ..ottt et a ettt 22
ADDRESS 0678 ......covvvivereeicreeerceeeeee e CLOSING ...ttt ettt bbb b et se bbb b e 22
ADDRESS 0679.....cccviviveieererceeeeesee s OPENING AFTER ALARM ..ottt bbb 22
ADDRESS 0680 .......cocvcviveveiiieeeerceeeee v CONDITIONAL CLOSE ...ttt 22
ADDRESS 0681 ....ccoviviveeiieree e CANGEL ..ottt ettt bbbttt 22
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ADDRESS NUMBER INDEX (CONT'D)

ADDRESS 0682.......cocvevevevieieieereceeee e TEST TIMER ..ottt ettt 22
ADDRESS 0683.........cocviecieeeeeceeee e TELCO FAIL .ottt ettt ettt 22
ADDRESS 0683-0708.........cccoereiierrerererne, CS SYSTEM REPORTING CODES. ..ottt 22
ADDRESS 0684 .........cocooveeiiceeeceece e, RF REC. TROUBLE .......cooiiitctctceeee ettt sttt bbbt 22
ADDRESS 0685..........ccccvereveiereiereirierees e MEMORY FAIL ..ottt ettt bbb 22
ADDRESS 0686 ...........covverevereriinreirienriissiseeenenans LOW BATTERY ..ottt 22
ADDRESS 0887 .......ccvvriircrcinreieree e PANEL AC FAIL ...ttt 22
ADDRESS 0688.........c.cveveveeiieeerceeeeeceveeen, EZM TAMPER ..ottt bbbttt 22
ADDRESS 0689.......c.cvcviveveeecieeeceeceee e, ALARM OQUTPUT SUPERV ..ottt 22
ADDRESS 0698.......cococveeiiieeeeceee e AMBUSH. ...ttt ettt bbb 22
ADDRESS 0699........c.coceiirriiereeresereee e PANIC ...ttt ettt bbb ettt bbb n e 22
ADDRESS 0700.......cccoeiirerirereeresieeveee e FIRE oottt bbbttt n e 22
ADDRESS 0701 ..o AUXILIARY ..ottt sttt ettt gttt 22
ADDRESS 0702........cocooeieieeierinesesee e TAMPER ...ttt 22
ADDRESS 0703.....ocvievieecieeeecce e FAIL TO OPEN .ottt e be ettt bttt st 22
ADDRESS 0704 ...t FAIL TO CLOSE ...ttt ettt st 22
ADDRESS 0705.....coiieieeercceeeesee e KEYFOB LOW BATTERY ....ocuiiiecceeercee et 22
ADDRESS 0720-0751 ......coeviereereienriee e CS ZONE REPORTING OPTIONS .......ooiiictietieertee ettt 23
ADDRESS 0785.......ccvvieeviiereeisieeercieeienssenena CS AREA & SYSTEM REPORTING OPTIONS. ........ccooiitieeccetcete e 22
ADDRESS 0785.......cocoeevierreieiinisn e DISABLE OPENING REPORTS........coeieieiniririsi st sse s 22
ADDRESS 0786 ........c.vevevevercverererceeceeeveereeeinas CS AREA & SYSTEM REPORTING OPTIONS. ..ot 22
ADDRESS 0786 ......ccovvveveveeicieererceee e DISABLE CLOSING REPORTS ..ottt 22
ADDRESS 0788.......coveveeevcceeeeee e BACKUP REPORT ON TELCO 1 & 2 ...ttt 22
ADDRESS 0788......ccoivieereieesceeee e CANCEL NEXT TEST TIMER ON ANY REPORT .....cccooviiirecceeens s 22
ADDRESS 0788........ccoviercvercrieceerceieienineenn CS AREA & SYSTEM REPORTING OPTIONS. ........ccooiietieeecetcete s 22
ADDRESS 0788........cccovierreieiiniirenres e CS SYSTEM REPORT OPTIONS .......coieieietisissiee et 22
ADDRESS 0788.......cccevvrieeriersinisssrs s DISABLE AUTO DIAL TONE DETECT ....c.cciiviiiriie et 22
ADDRESS 0788.......cooveveeereeeeeceeveeeeeae DISABLE WAIT FOR HANDSHAKE ON TRANSMIT ......ccoeiiiiiieeercrceeeccceeee e 22
ADDRESS 0788.......cooveveeererieeeceereeeeeae DISABLE WAIT FOR SILENCE (PAGER FORMAT) ..o 22
ADDRESS 0788.......cocoveeeeeeeeeceee e TOUCH-TONE DIALING ONLY ...ttt 22
ADDRESS 0788.......cocvveeeiiceeceeee e TOUCH-TONE DIALING W/ROTARY BACKUP ...ttt 22
ADDRESS 0800-0831........cocooeereererererererieeenes CS USER REPORTING OPTIONS .......coiuiieiietieeiteeeeeeevete st 24
ADDRESS 0836.......ccvevvevrierrieriinieirieesire e ALARM QUTPUT ...ttt sttt nnas 17
ADDRESS 0836-0871......cccevrrriereierererercrenenns SYSTEM OPTIONS ..ottt 17
ADDRESS 0837 ...t PULSED ALARM OQUTPUT ...ttt 17
ADDRESS 0838......ccoovvivereiicreeerceeeee e PGMT OUTPUT ..ottt ettt sttt s nn e 17
ADDRESS 0839.....ccoiieeeiiceeeeceeeee s PGM2 OUTPUT ..ottt ettt ettt st 17
ADDRESS 0840.......cccoviecrcrciereeieee e REPORT EVENT TELCO 1.ttt 17
ADDRESS 0841 ... REPORT RESTORE TELCO 1 .....ouviiciicicesse ettt 17
ADDRESS 0842.......coovvveircinrirss e REPORT EVENT TELCO 3....ocviiieeecesn st 17
ADDRESS 0843.........oooivecieiner s REPORT RESTORE TELCO 3 ...ttt 17
ADDRESS 0856 .......cocveveverereeiceerceeeese e PULSED ALARM QUTPUT ...ttt s 17
ADDRESS 0857 ...t ALARM OQUTPUT ..ottt bbbttt 17
ADDRESS 0858......cccovvieercieeceeee e PGMT OUTPUT ..ottt bbbttt st 17
ADDRESS 0860.........ccevierircrercrerereree e PGM2 QUTPUT .ottt sttt bbb 17
ADDRESS 0861 .......ccveveeecrcrciereierees e REPORT EVENT TELCO T...oviiieeccces ettt 17
ADDRESS 0863.......ccvvvrrirerereinriinissisee e REPORT EVENT TELCO 3.....ocviieiecces sttt 17
ADDRESS 0864 .........cocvevevereeieeerceeeeee e PULSED ALARM QUTPUT ...ttt bbbt 17
ADDRESS 0865 ...t ALARM OQUTPUT .ottt bbbttt bt 17
ADDRESS 0866 .......ccccvevevererieeiicieeee e PGMT OUTPUT ..ottt ettt bbbt sn s 17
ADDRESS 0868.......cccoovevererciicceeee e PGM2 OUTPUT ..ottt ettt ettt sn s 17
) ' ' .
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ADDRESS NUMBER INDEX (CONT'D)

ADDRESS 0869......c.c.cvcvevereririeeeecceerereeeeans REPORT EVENT TELCO 1.ttt 17
ADDRESS 0871 ..o REPORT EVENT TELCO ...ttt 17
ADDRESS 0900-1016 ......ccveiieerircrererceeeeen ZONE OPTIONS = ZONES 1 TO 16 ...oviviiiieiiiiceeetceee et 29
ADDRESS 1029-1144 ... ZONE OPTIONS - ZONES 17 TO 32 ...ttt 30
ADDRESS 1412.....cocevieiiieeceeee e PGM2 OUTPUT TIMEOUT ..ottt 16
ADDRESS 1412.....oovieeecceesee s SYSTEM OUTPUT TIMEOUTS .......ocoiecectsetsss ettt 16
ADDRESS 1413 ... PGM2 OUTPUT ACCESS CNTRL TIMEOUT .....cucviiiiieiiceteessr e 15
ADDRESS 1413....coiiiieceeeeeeeee s SYSTEM DELAYS & TIMEOUTS ..ot 15
ADDRESS 1414 ..., ALARM QUTPUT TIMEOUT ..ottt 16
ADDRESS 1414-1416 ..., SYSTEM OUTPUT TIMEOUTS ...ttt 16
ADDRESS 1415.....cociioiiecceeeee e PULSE ALARM OUTPUT TIMEOUT .....cvcviriieieieeeeectcree e 16
ADDRESS 1416 .....c.cevieiieecrereiereeeee e PGM1 QUTPUT TIMEOUT ..ottt 16
ADDRESS 1417 ..ot ABORT DELAY ...ttt ettt 15
ADDRESS 1417 ..ot SYSTEM DELAYS & TIMEOQUTS ...ttt 15
ADDRESS 1418 ..., CHIME TIME ...ttt bbbttt 15
ADDRESS 1418-1419......ccoiicieeceea SYSTEM DELAYS & TIMEOUTS ...ttt 15
ADDRESS 1419.....cooieeceecceeceee e AC FAIL REPORT DELAY ..ottt et 15
ADDRESS 1420.......cccoooviecrieisieeeceeevceve s CLOSING REPORT ONLY ON CONDITIONAL CLOSE.........ccoeveeirieeecececevciereere i, 19
ADDRESS 1420.......cccoviireriereereseeeeee e DISABLE ZONE FAULT SCROLLING........cccoeiiiirecccctctce e 19
ADDRESS 1420 .......ccovviiieernrseressrs s ENABLE AUTOARM IF NOT CLOSED AT END OF WINDOW .......cccocvuriverrnrrinirinrininns 19
ADDRESS 1420 ..ot ENABLE KEYPAD TIME/DATE DISPLAY .....cooveiiiiieeietceeete et 19
ADDRESS 1420 .....cocoovivieieecieeeceeeeee e INCL. SEL./GRP. BYPASS IN COND. CLOSE /STATUS ......coco i 19
ADDRESS 1420 ..o OPENING REPORT ONLY AFTER ALARM REPORT ......cccoveviiiiieircerceecee e 19
ADDRESS 1420 ..o STATUS REPORT ..ottt bttt bbb e 19
ADDRESS 1420-1424 ........ccoovevveiererrceeerne SYSTEM OPTIONS ...ttt ettt b bbb 19
ADDRESS 1421 ..ot ACCESS CONTROL ON PGM2 QUTPUT ..ot eseees 19
ADDRESS 1421 ..o AUTO BELL TEST ON ARMING ......ocootieiceceicersssn et 19
ADDRESS 1421 ...t AUTO RESET AFTER BURGLARY OUTPUT TIMEOUT .....cccoovvivirecrceececeeveveeean 19
ADDRESS 1421 ... DISABLE KEYPAD INSTANT MODE ........cocoovieetiiieiecee ettt 19
ADDRESS 1421 ..o ENABLE LOCAL ALARM ON FIRST ZONE AND TRIP......cccceviiiviicietciiescceee e 19
ADDRESS 1421 ... ENABLE MANAGER'S MODE.........coccoiiiieiiiitsise ettt 19
ADDRESS 1421 ... MAINTAINED KEYSWITCH ARMING .......c.cooiiiiiiieccccrce e 19
ADDRESS 1421 ... SUPPRESS BYPASS REMINDER WHEN ARMED ........cccooienieiieesesee e 19
ADDRESS 1422 .......coovvviiveicrer e CHANGE PULSE OUTPUT TO TEMPORAL OUTPUT .....cceeriririeeieceereessiss s 19
ADDRESS 1422......oooovevieeeeieeeeeeeeee s CHIRP OUTPUT ON KEYFOB ARM/DISARM .......cocoeeiiiiieeetieece e 19
ADDRESS 1422......cooovivieieciceeeeeeeeee e, DISABLE CALLBACK DOWNLOAD.......c.coeoiiicieietieecesis ettt 19
ADDRESS 1422.......ooveveeeeieeeeeeeeeeeeeae DISABLE KEYPAD FUNCTION MODE DOWNLOAD ......ccooiiiiiieecceeecceeee e 19
ADDRESS 1422.......cooceiiirieeeeeeeee e ENABLE GLOBAL AMBUSH CODE........c.ccccceiiiiiecccicetee ettt 19
ADDRESS 1422........cocooviiiieeeeseeee s ENABLE RESIDENTIAL FIRE........coiiieieieisiisisee ettt 19
ADDRESS 1422........cooooviveeecneseses e INTERIOR NORMALLY BYPASSED.......ccceiviiiieicecietsereist s 19
ADDRESS 1422 ..o RESET DAY ZONE WITH ARM/DISARM ONLY .....cocvvieriririieine e 19
ADDRESS 1423.......cooeeeieeeeceeeeveeeeeae ENABLE ALARM OUTPUT ON TELCO FAIL ONLY WHEN ARMED...........c.ccoceevvrvrienanne 19
ADDRESS 1423.......coovceeecieeeeeeereeeeeae ENABLE LINE-FAULT TEST ....oiiiiecccce sttt 19
ADDRESS 1423.......coooeeeeeieeeeeee e ENABLE ZONE DOUBLING (ZONES 9-16) ....cccueueiierineeieecieiririserisenene e 19
ADDRESS 1423 ..o INHIBIT SYSTEM TROUBLE AUDIBLE AT KEYPAD .......ccoeiimrierinieece e 19
ADDRESS 1423.......cevieiiecceeeee e LINE-FAULT TEST ONLY WHEN ARMED........cccccoviiiiiriicceete e 19
ADDRESS 1423.......coooeeeecess e SELECT ALARM OUTPUT FOR KEYFOB CHIRP. ........ccooviivieirsseesice e 19
ADDRESS 1423.......cooveeeeececeeeeeee e, WIRELESS TROUBLE ACTIVATES TELCO ..o 19
ADDRESS 1423.......ooveeeeeeceeeeeeeee e WIRELESS TROUBLE ACTIVATES TELCO 3. 19
ADDRESS 1424 ... AUTOMATIC INTERIOR BYPASS/EASY EXIT ..ot 19
ADDRESS 1424 ... DISABLE 2ND CALL ANS. MACHINE OVERRIDE .........c.cccoeveiiiiiercceeeee e 19
n NAPCO Security Systems —o/s GEM-P1632 Programming Instructions
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ADDRESS NUMBER INDEX (CONT'D)

ADDRESS 1424 ... DISABLE CODE REQUIRED FOR EZ BYPASS ... 19
ADDRESS 1424 ... DON'T CLEAR PGM2 OUTPUT WITH DISARM .....cooviiitieiceieciceetceeee e 19
ADDRESS 1424 ..., RESOUND ON WIRELESS SMOKE LOW BATTERY ....ccooieiiiieeeeceeeeceeee i 19
ADDRESS 1424 ..., VERI-PHONE AUDIO PRIORITY OVER ALARMS........cccoiiiceeee e 19
ADDRESS 1424 .......ccooeiieiieeeeeeeeeeeas VERI-PHONE ZONES TRIP PGM2 QUTPUT ..ottt 19
ADDRESS 1425-1431 ..o ENABLE KEYPAD TYPE & ACTIVATION .......cooieiiiiiiceteeeee et 27
ADDRESS 1425-1431 ......coveveiveceer e KEYPAD OPTIONS ...ttt ettt es bbb 27
ADDRESS 1440-1446.........cccocoeveeriiieeercrererne, ENABLE KEYPAD OPTIONS. ........oioiicccie ettt 27
ADDRESS 1440-1446 .........c.cooeveeeeeieeeeean, KEYPAD OPTIONS ...ttt ettt ettt e 27
ADDRESS 1455-1460 .........ccoeereiieeecierevene, EZM GROUP OPTIONS. ..ottt bbbt 25
ADDRESS 1469.........cocoiirrieriereeeeee e PRIORITY ARMING AREA ...ttt 25
ADDRESS 1469-1470..........ccccoeveereireieeicverans AREA ARMING OPTIONS .....ovtiiiiiciee ettt 25
ADDRESS 1470......c.coovoeieevieiees e PRIORITY ARMING AREA 2.......oieeeeeesss ettt 25
ADDRESS 1473 ..o BURGLARY OUTPUT TURNS OFF UPON DISARM .......cccceuiiiriirieeice e 26
ADDRESS 1473-1486. ........ccocveveerereiecrcrererne, AREA BELL CONTROL OPTIONS........oooieetiiece ettt 26
ADDRESS 1474 ..o, BURGLARY OUTPUT TURNS OFF UPON DISARM .........coeoeiiiiiieecieesceeee e 26
ADDRESS 1477 ..o PULSED BURG OUTPUT TURNS OFF UPON DISARM ......c.c.ccooeeriiiieiirceeeeeeeieinas 26
ADDRESS 1478.......cooooeieevcceeeeeee s PULSED BURG OUTPUT TURNS OFF UPON DISARM .......cccceceveiiriieerciercereiere s 26
ADDRESS 1481 .....ccevieiiicceeee e PGM1 OUTPUT TURNS OFF UPON DISARM ..ottt 26
ADDRESS 1482.......cccvviiieccnsess e PGM1 OUTPUT TURNS OFF UPON DISARM ..ottt 26
ADDRESS 1485 ... PGM2 OUTPUT TURNS OFF UPON DISARM ......c.coeiiiiiiectieeeecs s 26
ADDRESS 1486 .......c.cocvevevererieeeeceee e PGM2 OUTPUT TURNS OFF UPON DISARM ......c.coeiiiiciectieeeeeseeeeeee s 26
ADDRESS 1489-1648..........ccooveeeiieeerererne, EXTERNAL RELAY CONTROL ....cooiiiiceiiectceetcee ettt 33
ADDRESS 1666 .......cccecveveveiiieeeceecee e TEMPERATURE LOWER LIMIT ...ooviiiiccece et 28
ADDRESS 1666-1668............ccoeeverirrrrieircrennens TEMPERATURE DISPLAY AT KEYPAD........cccooiieiiictieeeeeceve et 28
ADDRESS 1667 .......ccovovvireiereieiiinierensies e TEMPERATURE UPPER LIMIT ..ottt 28
ADDRESS 1668 ........cccovrverercinreinresisse s ENABLE TEMPERATURE DISPLAY OPTION ......c.cooviierieieirisiesee s 28
ADDRESS 1668........c.cocveverererieierceevevceeeans REPORT TEMPERATURE ALARM (ZONE 6) ...cvevivvevireceeirieisres s 28
ADDRESS 1668.......cccooviveveeiieereceeeceeeveveienes SELECT DEGREES CELSIUS ..ottt 28
ADDRESS 1668.........coceeeiiieecceeer s TEMPERATURE OPTIONS ...ttt e 28
ADDRESS 2029-2044 ..........cooceeeieeieiinennnns RF RECEIVER & SUPERVISORY TIMER OPTIONS........ccooeiiiieieceeceeee e 36
ADDRESS 2045......cccoeeiiecrcereieeeece e GLOBAL AMBUSH CODE .......cocooiiiicccieteets ettt vt 17
ADDRESS 2045.......ccooveiieeeciersrssn e SYSTEM OPTIONS ..ottt 17
ADDRESS 2050 .......cccevrierereinrsinrssssnre s SENSOR WATCH TIME........co ittt svs s nnas 15
ADDRESS 2050 ......cceiiiiiiereriieieisrcveeeee e SYSTEM DELAYS & TIMEOUTS ......ooiiiicceee et 15
ADDRESS 2057 ... DISABLE [ON/OFF] AS EASY EXIT ..ocuieieerrrrreseeesietsie s esessss e 19
ADDRESS 2057 ..ot DISABLE SYSTEM TROUBLE AUDIBLE TIMEOUT .......ccocoiiiiiiicceiesceeee e 19
ADDRESS 2051 .....ccevieiiiercereereee e ENABLE "K SERIES" STYLE KEYPADS .......cocooiiiee e 19
ADDRESS 2051 .....cocevieieeerciereere e ENABLE CANCEL REPORT TO TELCO 3 ....ocviiieecctcteeee v 19
ADDRESS 2051 ..o ENABLE GEM-PRINT MODULE .......ccietieis e 19
ADDRESS 2051 .....ccevivrieercinrsieiss s ENABLE KEYPAD SET TIME/DATE MESSAGE...........cccoovieiniis et 19
ADDRESS 2051-2054 ..o SYSTEM OPTIONS ..ottt ettt bbb 19
ADDRESS 2052.......cocveveeceieiee e LUG E15 AREA 1 ARMED AWAY ONLY ...oovieiiiiecssce ettt 19
ADDRESS 2052.......cooviveeeeieeecee e PGM ON RF TRANSMITTER TAMPER ..ot 19
ADDRESS 2053......ccceiverereierenieseeseee e DIGITAL DIALER RPT ENTER /EXIT TEST MODE ........c.coceiieeiiieeeeecevce e, 19
ADDRESS 2053.......ceeveeiercieieiereee e DISABLE CALL WAITING ON 1ST ATTEMPT ..ottt 19
ADDRESS 2053 .......ccvveiveeicinisiniss e ENABLE CP-01 EGRESS TONES ONLY .....occvetiiivitieciereeresiss s eve s 19
ADDRESS 2053.......cooieeecieeeeeeereeeeae ENABLE CP-01 LIMITS....coiiiiieeee ettt 19
ADDRESS 2053.......coiieeecieeeece e ENABLE KEYPAD 1 ONLY PROGRAMMING........cccoovviiiiieeteteee et 19
ADDRESS 2053.......coovceecieee e EXIT TIME RESTART ..ottt sttt st 19
ADDRESS 2053.......cooveeeecceeeee e RPT EXIT ERR/RECENT CLOSE ..ot 19
) ' ' .
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ADDRESS NUMBER INDEX (CONT'D)

ADDRESS 2053.......ooiieiieceeeeeee e SOUND ALARM ON EXIT ERROR .......oovcictiictieect sttt 19
ADDRESS 2054 ...t ENABLE TCP/IP COMMUNICATIONS ..ottt 19
ADDRESS 2054 ......coovveveeeiieeeeeecee e TCP/IP PANEL/SITE INITIATED FUNCTIONS.......c.coiiicecceeeees e 19
ADDRESS 2055.......ccceviiiceciereiereeeee e REPORT CANCEL WINDOW .......cciitiieteieieieisisee ettt 15
ADDRESS 2055......c.coeivieieeicereee e SYSTEM DELAYS & TIMEQUTS ...ttt 15
ADDRESS 2056 ........cccvviirerciereieiries e RF RECEIVER & SUPERVISORY TIMER OPTIONS..........cccooviiireree e, 36
ADDRESS 2059........cccoovieiereieresieseree e DOWNLOAD/CALLBACK OPTIONS .......cociiiiiiit ettt 16
ADDRESS 2059......ccooviviveieieieeeeeeeee e NO. RINGS BEFORE PICKUP. ..ottt 16
ADDRESS 2059......cocovcvieeeeceeeceeee e NUMBER OF RINGS BEFORE PICKUP. .........cciiiieiiccetce et 16
ADDRESS 2285 ... CLEAR DEALER PROGRAM........ooetiiietecetcteet ettt 37
ADDRESS 2285......ccceeieercicreeeeceeeeievas ERASE DEALER PROGRAM.........cooiiiicictcetee ettt 37
ADDRESS 2286 ..........c.coverevirerirereiieriee e COLD START .ottt ettt sttt b bbbttt a bbbt s b 37
ADDRESS 2286 .........ccvvvirircinreieree s ERASE ENTIRE PROGRAM ..ottt 37
' ' . —-—:éy —)
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GEM-P1632 WIRING DIAGRAM

(NOTE 7) (-)gL——BLACK —FE1 GEM P1632
P o EREDHEZ WIRING DIAGRAM

RECHARGEABLE | (AC IN, I6.5/60Hz (REFER TO OPERATION AND INSTALLATION INSTRUCTIONS W808)

" NAPGO SECURITY SYSTEMS, INC.
AMITYVILLE, N.Y. 11701

NAPCO

BATIERY 12VDC | BAS% 7 TN () Tro | (RESDEMTAL AND CONMEROIL BURGLARY ¥ %

(+) DO NOT CONNECT
16,5V |SIMDBY|  COMBINED | ALARM_| STANDBY
TO SWTCHED QUTLET  c———=0 |TRANSFORMER | BATIERY | STANDBY CURRENT | CURRENT | CJRREHT TME

(E) 7 e O
30YA/50VA|_7A 350mA ,0A_ | 4 HOURS
125 WOC (HBELL L 2OVA% | 4AH | 500mA O 4 HOURS
mgovnc 2 (=)BELL - 20VA¥ 7A 500mA .0A | 6 HOURS
2 =P X
(SUPERVISED) (NOiTE_g),; RESIDENTIAL FIRE

USING A RB1000 FOR 12V POM-1

16.5V STANDBY | COMBINED STANDBY
TRANSFORMER | BATIERY | STANDSY CURRENT | ALARM CURRENT |  TIME

L g STANDARD ZONE WIRING (12vDC SmA)
REMOTE BUS [T 'I‘AI'EE GROUND CONNENCTI

USE ONLY cm.n—wATER . .
SEE NOTE PIPE OR BURIED GROUND
(2) ROD. USE AT LEAST #16 EARTH
AU W SN T B N N N TN R )
(GEM-RP1CAS) 2 LINE KEYPAD

| s e s [ s
o s s e |
o o o o o |

THiS UNIT INCLUDES AN ALARM VERIFICATION FEATURE |!
DELAY OF THE SYSTEM ALARM |1
S\GNAL FROM THE \NDICATED CIRCUITS, THE TOTAL
DELAY ECONTROL UNIT PLUS SMOKE DETECTORS) SHALL
NOT EXCEED 60 SECONDS, NO O'IHER SMOKE DE CTDRS
SHALL BE CONNECTED TO THESE CIRCUITS UNLESS APPRO
BY THE LOCAL AUTHORITY HAVING JURISDICTION
CIRCUIT CONTROL UNIT SMOKE DETECTCRS
ZONES DELAY-SEC

MODEL  DELAY-SEC.

THE DELAY (POWER UP) STARTUP) TlME MARKED ON
THE INSTALLAFDN WIRING DIAGRAM

|
|
|
|
|
|
|
|
|
|
|
|
DETECTOR OR ON THE INSTALLED SMOKE DETECTOR(S) :

IS TO BE USED. J FRE @)
NOTES: 1. g ALARM CURRENT CAN BE INCREASED EY REDUCING STANDBY CURRENT BY THE SAME AMOUNT. z?ﬁ POWER
2.) THE FOLLOWING DEVICES MAY BE PLACED ON THE REMOTE BUS: GEM—RP1CAe2, GEM—RP2ASe2, GEM—EZM816, GEM—X10, FIRE POWER
GEM—RECVB, GEM—RECV16, RM3008, GEM—EVA1, WIZARD2, GEM—KICA, GEM—K2AS, GEM-K3DGTL AND GEM—RECVIE. ZONE  ouT
3.) REFER TO WIB08 FOR U.L LISTINGS. EY JouT () () ﬁ
4.) COMBINED STANDBY CURRENT = KEYPAD CURRENT + AUX CURRENT + FIRE POWER + PGM1 AND PGM2 CURRENT. |t
5.) UNIT INTENDED TO BE MOUNTED VERTICAL ON WALL. o 4 WIRE
6.) REFER TO WI808 FOR COMPATIBLE TWC WIRE SMOKE DETECTORS. DO NOT MIX DIFFERENT MODELS. == SMOKE
7.) RECOMMENDED BATTERIES YUASA NP4—12 OR WP7-12, BATTERY SHOULD BE REPLACED EVERY 5 YEARS. %; DETECTOR
8.) THIS PANEL SHALL BE CHECKED BY A QUALIFIED TECHNICIAN AT LEAST ONCE EVERY 3 YEARS, mZ
— 9.) AUX, POWER AND FIRE POWER VOLTAGE RATING: 12,5 VDC TO 11.7 VDC. THE PANEL WILL DISREGARD INPUTS 2=
= FROM ALL SENSORS WHEN VOLTAGE DROPS BELOW 8.5V om
S 10.) A.C MUST BE DISCONNECTED WHEN PERFORMING WEEKLY TESTS. o
o2} 11.) THIS PANEL ONLY SUPPORTS ONE SMOKE DETECTOR IN ALARM FOR EACH ZONE. = Lo -
© 12.) DISABLE AUTC—RESET ON NCN-FIRE ZONES FOR SIA CP—01 INSTALLATIONS. [ FT2200
(] 13.) DESIGN EVALUATED BY UL IN ACCORDANCE WITH SIA CP-01 CONTROL PANEL STANDARD FEATURES FOR FALSE ALARM REDUCTION.

OUTPUT ON Pal-1 O PGN-2 ,.&52 40VA /SOVA| 7AH 120mA 520mA(1)] 24 HOURS JP1
———|(-) B 4OVA/SOVA%| 2-7AH| _ 360mA 280mA(1)| 24 HOURS (NOTE 6)
ZOVAX FAH | 120mA | 360mA(1)] 24 HOURS| NORMAL E
1{0—| {+) RED POVAT Z-7AH| __3B0mMA 120mA(1)[24 HOURS |  keypap 2 WIRE SMOKE
+H12v ® {1) ALAR CURRENT CAN BE INCREASED BY REDUCING STANDSY CURRENT  CONFIGURE | O | DETECTOR WIRING
AR BY THE SAME AUDUNT.
"“H@[léﬂéﬂ‘ ® * NOT PRESENTLY EVALUATED BY U.L. ACTIVE WHEN
s COMMERCIAL BURGLARY IS NOT PRESENTLY EVALUATED BY U.L. REPORTING
Nfo_N/C COM_[\RB100O P
T . PCD LOCAL DOWNLOAD ZONE 7. ZONE & Ds1
£Z Zone Doubling' " Resistors — CONmECTION WARNING
7K E15 [ fee tme e =
(E)% (Z) 3.9k TEL, LUNES BURG BURG TELCO | TO PREVENT RISK OF ELECTRIC
JP3 - SHOCK DISCONNECT TELEPHONE
RED oL CNCES/ NG00 2% | B EES | INES PRIOR TO SERVICING.
REDRED CJE19

J
[ oy o TN T it v EAD M RlBA 7ANEGY MIN/MAX 13.6V T0 9.0V

This equipment should be installed in accordance with Chapter 2
of the Mational Fire Alorm Code, ANSI/NFPA 72-1996 (Nationol
Fire Protection Association Batterymarch Perk, Quincy, MA 02269).
ond local codes. Information describing proper installation, operation,
testing, meintenance, evocuation planning, and repair service is to
be provided with this equipment. UL Listed Limited Energy Cable is required.

PHONE

mEEEEEL

) () irine T RNG TP
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=

-

22 ].l l 4 WRE SWOKE DETECTCR WRING
PROGRAMMED

(+) ”(+) +) FIRE ZONE rPOWER

® O =) )

OPTIONAL (©
THERMOSTAT

Smoke Detector Compatibility Identifier GEM-P1632
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